"We Believe in Truth the 
Cornerstone of all Honor- 
able and Successful Busi- 
ness" 



Slogan of Associated Ad Clubs of the 
World, Toronto Convention, June 1914. 




E 
W 



i . 

o - 



•i i 

V p. 

"a £ 



~ v 

C X 
id i— 

a. 

O 



No. 22 E 

SHEET METAL PRODUCTS 
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FOREWORD 

1 T is mm. cea : i me and space to 

relating the gr< a1 icco nts of shed metal 

in the building arts; tl 
developed to such an extent thai il is usi 

where, in the ci1 •■ and c 

foundries, churches, schools, ti 

o\ er head and under foot. < lonsidering i he man; 

the satisfaction given ; of never-ending wonder. 

No other building materia is i vast and 

never-ending rani,'. tation in all climates, under all 

conditions of weather and en ii lent, [n this development 

we havi aimed to do our part; to be leaders rather than 
followers. 

From 186] to the presenl time the Pedlar People. Limit 
have spared neither time, trouble aor p not only 

up-to-date, but in a of the industry. Our immense 

ives us unequalled buyii -our machinery is 

t lie latest ami mo ir shipping facilities, lo 

as we are on the lines of the C.P.B., <i.T.R.. and C.N.R., and 
sewed by a belt-line, guarantee prompt delivery via any 
routing. 

We maintain an unequalled array of Branch Houses, each 

fully equipped with an efficient organization, and a com- 

stock. We emploj the tern systems throughout 

the plant and offices, all of this to the one great end — that we 

may serve our customers well. 

THE PEDLAB PEOPLE, LIMITED. 



The Pedlar People, Limited IffjiFFcr Montreal, Toronto, Ottawa 
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OSHAWA THE MANCHESTER OF CANADA. 

Its Location 

It may be a matter of interest to our many customers to know a 

little al t Oshawa, wherein is located the greatest sheet metal factories 

in the British Empire. 

We are 34 miles east of Toronto, 300 miles west of Montreal, in the 
fertile farming and fruit belt along the North shore ol Lake Ontario. 

Its Industries 

Oshawa has been called the "Manchester of Canada," due to the 
preponderance of its iron and steel industries. The Pedlar People 

d, enjoy every advantage which comes" from a location in a pros- 
perous community, situated in a district where the cost ol* Living is below 

erage, and with all the advantages, and with none of the disad 
vantages of a large city. Many of our employees have been with us for 
one or more decades, and the high average of faithful service is a great 
factor in our constant effort to maintain and improve QUALITY. 

Shipping Facilities 

The three great transcontinental railroad lute-- are 'it our service, and 
tioi ' e ill- best "t service afforded by an electric licit line, 

which connects all the railways and the manufacturing plants, similar to 
in great cities. 

In addition, the Government g a large appropriation in 

develoj and efficient harbor at this point, so that we may shortly 

expect the added advantage ot transportation by water to all points reached 

via thi :ikcs. 

An Interurban Electric line will shortly meet Oshawa with Toronto, 

extremely easy tor anyone to visit our plant from that 

point without any undue lOSS of time. 

We wish to thank our patrons for the many favors granted us in 
to them a cordial welcome whenever they find an 
opportunity to visit us ect our facilities. 
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IN RETROSPECT. 

* I " 1 1 1 - Pedlar People, Limited, are aniqw fror i faci 

thi located in bawa, and in I he busi- 

i anj the i .'i otto i bei 

They bavi thai the 

.: one genei ai on would be i on den d medii ere I i seeding gen- 

I N 1881 \l ' gi iiiii' r.ii father, tlcni I 

.' i ibli I- ' tamping ind roofii : in irerunner of 

The 

■ '''I ge and i lie unique alei n bip di pis ; i d won a 

[oi the "•« industry, and from thai d I time it hns 

been one contii 

I V 1 B92, R hen ' he origins I buildi 

built, Mi ' Pedlar, Jr. entered b having 

>"■•■'■ pi "!'■ ii iptitudi iloni tnechai i due to him 
for the ilevelopmenl ol 

|\/t R GEORGE B PEDL \i. 3i 

: , w in. ii has buill i , large 

i loyal ai ! ■ ■ 

of i iini" I nrough brs nc h w q i el lo a ml the 

■ unlit ni i large export trade, lias i □ full attei 

'Pei feci " Produ rod use. I extensively all 

...I the civilized world buill on honoi tng industry, 

The Pedlar People, Limited, 
Established 1861. 
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TERMS AND CONDITIONS. 

All orders booked by talesmen or other selling agents 
are subject to our approval. 

This catalogue cancels all previous catalogues 
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THE MENACE OF THE WOOD SHINGLE 

Kvary wooden building, and eapeoally every wooden roof, 
u a fire hazard in it»<-l! 
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The Pedlar People, Limited In«£T The Largest Sheet Metal 

Oshawa, Canada MODDGD Factors in the British Empire 

PEDLAR'S "PERFECT" METAL SHINGLES. 

In Pedlar's "Perfect" Metal Shingles, either "GEOBGE" or 
"OSHAWA" pattern, is typified the most perfect form of metal roofing. 

They are cheap — they are easily laid — they cannot rot — they cannot 
rust — they cannot burn. A roof covereil with these shingles is proof 
against lightning. 

PEDLAE'S "PERFECT" METAL SHINGLES ARE LOCKED ON 
FOUR SIDES. They have a concealed nailing flange entirely protected 
from the weather. 

Each of the four edges of the shingle is concealed from the wiDd. 
The wind cannot get underneath them and blow them off. 

We have watched the behavior of our shingles on thousands and 
thousands of roofs throughout Canada during the past L ,_ i vears — in 
winter and summer, in blizzards and tempests, during periods of drought 
and during thunder storms and long soaking rain-. We have strength 
ened here and there. We have changed the shingle slightly to meet thi 
varying demands of Canada's many different climates. Every change 
has been an improvement, and we can now honestly say that our steel 
shingles are as perfect roofiug mate! in I as has ever been offered for sale. 

A ROOF COVERED WITH PEDLAR'S "PERFECT" METAL 
SHINGLES IS ABSOLUTELY PROTECTED AGAINST LIGHTNING. 
One of the greatest sources of worry to the farmer during the summer 
time is the danger to wood shli iofed buildings during thunder 

storms. We particularly on account of the lack of fire 

protection such as is provide and towns, 

PEDLAR'S "PERFECT" METAL SHINGLES ARE ECONOMICAL. 
The lir great. Tli- cedar 

es when the cost of laying i I. and thi many 

1 igle to I" 
Oshawa shingles or 2£ hingles will cover th 

Buildings eoi ered w , ;,|,.,| 

with our corrugated iron or steel Bid built 

entirely of wood and are absolul 

Ban with our i 

led with our corrug.-r Beets, an becoming very 

popular with the tanner on acconnt oi their cheapness of construction, 
ility and fireproof qua] 

11 
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The "George" Shingle (Model 661). 

Proof Against All the Elements, 
fff guarantee this shingle to be wind, water and storm-proof on any 

roof having a fa! ol I inches or more to the foot. 

The "George has all the improved features ot the 

"Oshawa" and in addition it has the advantage of being much larger— 
24 x 24 inches, or 25 shingles to the square. 

It is especially adapted on account of its size tor roofing large buna- 
such as barns, warehouses, schools, churches, etc. It can be laid 
much more quickly than any other shingle, and presents a verj hai 
annearance 25 "George" shingles will cover the sami ace as la. 

"Oshawa" shingles and I, dar shingles. The "George' metal 

Bhinele is locked on all four sides, has the concealed nailing flange, self- 
ample nail holes, and all other advantages, plus size. 
Net prices on application. 



Number 
661 



Grade 

28 Gauge 



Kind 
Galvanized 



Shipping Weight 
95 lbs. 



Code 

Naid 
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Sections of End Lock of Shingles, Showing 
Improvements. 

This illustration shows the locking of the "OSHAWA" shingle or 
the "GEORGE" shingle. 

Note that the side lock is very tight fitting. 

The joining of the two shingles at the top is further protected by 
the overlap of the upper shingle. 

This is mechanically perfect, and the most effective manner in which 
a metal shingle can be locked. 

Side Lock and Gutter. 

This illustration shows a magnified view of the simple water-tight 
side lock which takes earn of the expansion and contraction, and at 
all times prevents rain, snow or wind from entering at the laps or 
joints. 

All these special features of the "Oshawa" and "George" shingles 
arc the result of the most careful research and investigation, by a well 
developed force of mechanical experts, who have a hearty personal in- 
terest in doing good work, and turning out PEDLAR'S "PERFECT" 
PRODUCTS. 




SIDE LOCK AND GUTTER. 
19 
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Directions for Applying " Oshawa ' 
and " George " Shingles 



First Course: Commence 
at tbe lower left-hand 
cornel of the roof. Lay 
the first shingle so that it 
projects one inch over the 
so that the bottom 




edge of the shingle is in 

fascia 
board. Tin lefl ha i i side 
of the first shingle mu 
nailed securely to 
crown moulding, a nail 
every three or four inches. 
The shingles are not rta 
on the top, but on the flange >i the perpendicular loch on the right ban. I 
side, and in driving the nail home care should be taken that the rib 
in th. ular lock is not flattened down. ( are must also be 

taken that the to ai a straight line, otherwise when the 

second tour i i will nol lock m the ni>t course pro- 

perly. Mier tin- shingle has been placed in position it must be nailed 
at the right-hand side in thi he first shingle, and so 

continue the full run of the build 

rpendicular lock ha rithin the other, 

it must not be altered, either by hammering down with a mallet, or any 
other way, as it is a uatural watershed in itself. 




The lower edge of the first course 

must be securely nailed at the eave, 

rv three or four inches, or 

B starting strip is u- 

must be securely locked to 

this strip. 



SO 
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The Oshawa Steel Shingle (Model 660A). 

Locked on All Four Sides. 
Proof Against All the Elements. 

Wo guarantee this shingle to be wind, water and storm-proof if laid 
on a roof having a fall of three inches or more to the foot. 

Illustration sho . covering size 16 hes. 

■io shingles to the square of 100 square fi 

45 "Oshawa" shingles will cover as much space as 1,000 eedar 
shingles. 

Self-draining side lock. A very good looking shingle. 

Shipped in wooden boxes, one square covering measure in each box. 

Every box of shingles contains an instruction sheet giving clear 
and complete directions for applying. 

For applying, follow the same directions as for the 660B and 
' ' George ' ' shingle. 

Net prices on application. 



Number 
6«OA 



lis Gauge 



Kind 
Galvanized 



- Weight 

-- Ibl 



Code 

Naff 



■11 
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The "Pedlar" Steel Shingle. 
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METAL TILES. 




Xo. (Jo7. 

The "Victoria" Shingle. 

152 shingles to the square. 





Xo. 

"Square Nose" Tile "Hexagon" Tile 

IT:! tiles to a Bquare. tiles to a Bquare. 

These shingles are galvanize. 1 after being made 

The ' ' Victori:. ; , .,,,, | i] e s 

ormer windows, window covering. 
They must bo laid on close 10 t are s lapted to ;. rool 

having a fall of three inches or mure to the foot. ThcBe 
aftei being formed up. 



Number 
667B 


(il'Jli.- 

mge 

UlgC 

28 G 


Kind 
fainted 

1 

1 in/. (1 
. 1. 1/. .1 


lbs. 

1 In lbs. 
120 II 
I8l 


Kargo 

Njist j 

Niitiv.- 

Salt) 
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Diamond Tiles 



Tin architectural features of I are unsurpa I, we 

aiII meet thi i ind builders generally. The 

Id, and shows a rais 

;ii i one inch high. 

These tiles an I for use as an ornamental covering for 

, mansards, towers arnl por 

Each tile covers 0x0 inches — 100 to a square. 

They are easily applied, and, if desired, can be painted to match 
any color scheme after applj 
\.r jiriees on application. 



Number 
e,7l l 
674B 



Crude- 
2H Ounce 
28 Guu«.- 



Kind 


Shipping Weight 


Code 


I'liintnl 




Nick 


oiied 


100 lbs. 


Nide 
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Plain Fish Plate Tiles. 

inly, Mn.ir 

Fancy Fish Plate Tiles. 
























i, ! 
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Scale Pattern Tiles. 

adapted tor mansard <>r verandah covering, and steep 
root's. 

Illustration shows four sheets, each covering 22'j inches It 

ded roll is pressed on 
over a raise. 1 flange on the next sheet, mafcii joint. 

Tin died very rapidly, and presents a very artistic 

9 on application. 





umber 
699 




K 


nd 


- 


pping Weight 
100 lbs. 


Code 




Galvanized 


Niche 



27 



Thtl 



Monti 

n, C hatham. M iriiupr" 




PEDLAR'S "PERFECT" spani.su iii.ES. 
All ti.r Sanrfa ■ *t Half ihr Cost 

lilMM Thaa EirUm Tile. 
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Pedlar's "Perfect' Spanish Tiles. 





70N. Tilo lor Body of Root 
i irs 7% x 11 



679N. Hip Tile, 
tiles per square. 




Section through tile 
"^A^ ; ""l lock. 




No. C77N. Tile for Eave Course. 





Gi 








■ 


677NI' 




677NQ 


28 ' 




B ■ 




tuge 













G78N. Ridge 


Tile. 




Kind 
























1 




































Painted 










Needy 














Painted 












i/.ed 













be supplied. 
\,.t prices on application. 
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r-.^i -_--.--:: : 



<£S 




OniiMiliI Hip Ridge 
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Pedlar's Red Star Rosin 

Sized Sheathing 

Paper. 

We recommend the use of our 
Red Star Rosin Sized Sheath- 
ing Paper underneath all steel 
shingles or tiles. It is a good 
insulator against cold and heat, 
and is vcrv inexpensive. 800 sq. 
ft. per roll. Can supply half rolls. 
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No. 693. 

Pedlar's Red Star Rosin Sized Sheathing 

Paper. 




No. 694 

RIDGE CAP. 

For use with Pedlar's Steel Shingles, Tiles, etc. 




Cap. 



END DETAIL OF RIDGE CAP. 

Showing Wood Roll in place on Ridge. Wood Roll free with Ridge 




No. 695 
HIP FLASHING. 
For use with Pedlar 's Steel Shingles. 



Number 
693 
694A 
694B 
695 



Gauge 



28 
28 



Painted 

Galvanized 

Galvanized 



Size 
800 ft. 
10 in. 
10 in. 
10 in. 



Code 
Navey 
Nawl 
Nay 
Proll 
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Gable Bead. 

This is used as a gable finish with Pedlar's metal shingle or tile 
roofing. It makes a very neat appearance and prevents dripping at 
gable ends of the roof. 




Galvanized No. <i l J7. Code N-lo. 
4 ft. long x 3'/j in. wide. 



Step Flashing. 




z. 




Galvanized. Bo. ulib. Code: Neleb. 
-'■j in. x 2% in. x 7 in. long. Foi use with wood shingles 



Mason's Improved Valley. 

Thi- with all forms of Pedlar's Metal Roofing — Motft] 

f lee — Corrugated — Corro-crimp — Tiles. 




" -I N.. 8A6, 



Number 
6MA 
BB6B 
6»«C 


Gauge 

- - 1 »aUKi- 

28 Gauge 



Kind 

Gal\ ■ 
Gulvumzed 



Size 

U in. I. 

'J I llll'll 

10 mill 



Code 
N.-n I 

Neal 

.Negit 



:>2 
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CORRUGATED STEEL SHEETS. 
For Roofing and Siding. 

The rorruaaled is a very strong form of sheet iron covering and 
is uldl,™ .iNgand siding whenever it is desired to impart strength and 
rie?!lty to the structure. To make a tight, waterproof and handsome roof 
the oorr it-it .m must be even and exact, and to insure this we corrugate 
cur ™on on a 38.M0 lb P«™ one corrugation at a time^ We :r«™mm,n the 
use of corrugated sheets for siding an d they; ire »> s ° f£j w ^ ^^^"ff 
but for this purpose are second to our GbORGE or ObhLAWA sningies, 
our Corro-Crimp roonng. 

2yi inch Corrugation 




No. 742 



This size of corrugation (approximately 2%" x %" deep) Is standard, and 
Is most generally used for roonng and siding. 

We furnish either galvanized or painted corrugated sheets made from 
steel or anti-corrosive <|J)nc£jJ> 

IN SELLING CORRUGATED IRON NO ALLOWANCE IS MADE FOR LAPS 
For roofing use lv, corrugations side lap and 6 inch end lap. Jo pro- 
vide for this llppage. add 20 per cent, to the size of the space to be covered. 
For roofing drive nails through tops of corrugations. 

For siding use 1 corrugation side lap and 1 inch end lap. and to pro- 
vide for this lappage add 10 per cent, to the size of space to be covered. 
For siding drive nails through valleys of corrugations. 



Number 
742A 
742B 
742C 
742D 
742E 
742H 



Grade 
28 Gauge 
26 Gauge 
2 t (Huge 
22 Gauge 
20 Gauge 
18 Gauge 



Kind 
Painted Red 
Painted Red 
Painted Red 
Painted Red 
Painted Red 
Painted Red 



Shipping "Weight 

68 lbs. 

82 lbs. 

109 lbs. 

137 lbs. 

160 lbs. 

'.'I. II, s 



Made in leneths 2. 3. 4. 5. 6. 



ea ueu - - '"■■ 

9 and 10 feet by 27% inches wide. 



Code 
Pad 
Paddle 
Pagan 
Pagoda 
Pain 
Paile 



742.T 
742K 
7421, 
742M 
742P 
742R 



28 Gauge 
26 Gauge 
24 Gauge 
22 Gauge 
20 Gauge 
18 Gauge 



Galvanized 
Galvanized 
Galvanized 
Galvanized 
Galvanized 
Galvanized 



72 lbs. 

82 lbs. 
125 lbs. 
146 lbs. 
175 lbs. 
228 lbs. 



Pall 

Pallas 

Pallet 

Palm 

Palp 

Palsy 



Made in lengths 2. 3. 4. 5, 6. 7. 8. 9 and 10 feet. 

Either 27% or 33 inches wide (the letter being standard width). 

33 
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Corrugated Steel Sheet*. 
2 Inch Corrugation 



















M 




•«ki 








- 






~1~1 t K«4 








































I -.M* 
















1 


ln< 


h Corruga 


ti<>n 












»• 













-.- 



tm ..,- 



»■»! ir 






- * 'i 






"Keeping Everlastingly A t fwjjjffi The Pedlar People, Limited 
It Brings Success " V^iiW Oshawa, Canada 

CORRUGATED STEEL SIDING. 




A Typical "Pedlarized" Barn. 
"George" shingles on roof — corrugated sheets on sides. 

This Siding is intended for Barns, Warehouses, 
Grain Elevators, Mills, Dock Sheds 

or wherever a strong, serviceable, fire-resisting and lightning proof structure 
lired. 

The move among farmers for fireproof buildings has caused a great 
many metal barns to be built during the past few years — with our large 
"GEORGE" SHINGLES ON THE ROOF and our corrugated galvanized sheets 
on the sides. There are so many barns and stables burned annually in this 
country where the farmer has no adequate protection against fire, that 
every wise farmer is considering the advisability of covering his old build- 
ings with metal and building his new ones entirely of fireproof material. 

Many of the barns and farm buildings that have been erected during 
the past few years are magnificent examples of all-metal construction and 
mark the rapid advance the Canadian farmer is making in the art of pro- 
tecting himself and his possessions against loss and destruction by fire and 
lightning and windstorm. 

The barn, elevator, warehouse, mill or shed with our large galvanized 
"George" shingles on the roof and our corrugated galvanized iron siding is 
not only a HANDSOME FIRE-RESISTING STRUCTURE, but it costs much 
less than if it were built of any other fire-retarding material, or even of 
wood. 

A building roofed with wood shingles and sided with clapboards can be 
covered very effectively with Pedlar's Perfect Metal Shingles on the roof 
and corrugated siding, all applied over the wood. 



35 



77>c PcJIar People. Limited 



London Chatham. Winnipeg 



Corrugated Siding. 

feTKA 



1M Wrlgkta u4 Codr pi|M SI »nd 54 













i 



llll 






'Keeping Everlastingly At 
It Bring j Success " 




The Pedlar People, Limited 
Oshawa, Canada 



TABLES 

For Estimating Corrugated Roofs. 

T:i^ id see what 

sheet; ti 

N..W 

ISM tl'et II 

•riii. tot*] number pi iq 

Ridge Cap. 

Vn 

rli . i" Inebei 01 

t eaves. If vim want 

Nails 






Washer* 

pound i't ne poun.l of 






r '„r i 'hod, eicept thnt hip 

the lower rafter is shown 0! -o. 1. 
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Table of Sizes of Corrugated Sheets 

Table No. 1 

Showing number and length of Sheets, also of width of Ridge or Hip Cap 
required to cover the different lengths of fiafters, allowing 3" or more end lap. 
This markf' ) indicates feet ; (") indicates inches. 







a 








a. 






















x » 








^^ 


Size and Number of 


£SS 


j?« 


Size 


and Number of 


;§s 


Sffi 


Sheets 


2 »a 


; — 




Sheets 


2&S 


""3 




m£ 


""s 






s<-- 















s 












£ 


6' 


One 


6' 








6" 


26' 


One 


S 


and three 6 ' 


12" 


6%' 


" 


6' 








9" 


26%' 


Three 8 


and one 


3' 


0" 


7 ' 


" 


7' 








6" 


27' 




8 




3' 


12" 


7%' 


" 


7' 








9" 


27%' 




< 


ii 


4' 


6" 


8' 


" 


8' 








6" 


28' 




8 


ii 


4' 


12" 


8%' 


One 


8' 








9" 


28%' 


Tlir« 


8 


and one 


5' 


6" 


9' 


41 


6' 


and 


one 


3' 


6" 


29' 




8 




5' 


12" 


9%' 


" 


6' 




" 


3' 


12" 


- 1 . 


'■ 


8 


.. 


6' 


6" 


10' 


■' 


6' 






4' 


6" 


30' 




3 


" 


6' 


12" 


104' 


' ' 


6' 






4' 


12" 


30%' 


' ' 


8 


" " 


7' 


6" 


11' 


One 


8' 


and 


one 


3' 


6" 


31' 


Three 


8 


and one 


7' 


12" 


11%' 




8' 


" 




3' 


12" 


31%' 


Four 


8 






6" 


12' 


Two 


6' 








C" 


32' 




8 






12" 


12%' 


" 


IV 








12" 






s 






18" 


13' 


One 


8' 


and 


o n . 


5' 


6" 


33' 




8 


and one 


2' 


6" 


13%' 


One 


8' 


and 


..in 


5' 


12" 


33%' 


Four 


8' 


and one 


2' 


9" 


14' 


" 


8' 


" 




6' 


6" 


34' 




8' 


.. 


3' 


6" 


14%' 


" 


8' 


•' 


•' 


6' 


12" 


34%' 


" 


B 




3' 


9" 


15' 


" 


8' 


•■ 




7' 


6" 


35' 




8' 




4' 


6" 


15%' 


1 ' 




" 


" 


7' 


12" 


35%' 




8' 




4' 


9" 


16' 


Two 


8' 








6" 


36' 


Four 


8' 


and one 


5' 


6" 


16%' 




8' 








12" 


36%' 




8' 


" •' 


5' 


9" 


17' 


" 


6' 


and 


one 


5' 


9" 


37' 




8' 




6' 


6" 


17%' 


Three 


6' 








6" 


37%' 




* 




6' 


9" 


18' 




$' 








9" 


38' 




8 




7' 


6" 


18%' 


Two 


8' 


and 


r. e 


32" 


6" 


38%' 


Four 


B 


and one 


7' 


9" 


19' 




8' 






3' 


9" 


39' 


Five 


8 






6" 


19%' 




8' 






3' 


15" 


39%' 


'• 


8' 






9" 


20' 




8' 






4' 


9" 


40' 




S 






16" 


20%' 




8' 


' ' 




4' 


15" 


40%' 


" 


8' 






21" 


21' 


Two 


8' 


and 


one 


5' 


9" 


41' 


Three 


8 


and three 6' 


6" 


21%' 




8' 






5' 


15" 


41% ' 




8' 




6' 


12" 


22' 


' ' 


8' 


' ' 




6' 


9" 


42' 


Fite 


8 


and one 


3' 


6" 


22%' 


" 


8' 


•' 




6' 


15" 


42 >; ' 




8' 


.. ,, 


3' 


12" 


23' 




8' 


* ' 




7' 


9" 


43' 




8 




4' 


6" 


23%' 


Three 


8' 








6" 


43%' 


Five 


8 


and one 


4' 


12" 


24' 




8' 








9" 


44' 




8' 


.. 


5' 


6" 


24%' 




8' 








15" 


45' 


•' 


8' 


.. .. 


6" 


6" 


25' 


One 


8' 


and 


three 6' 


6" 


46' 




8' 


.. 


-■ 


6" 


25% ' 




8' 






6' 


6" 


47' 


Six 


1 






6" 
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Table of Sizes of Corrugated Sheets 

Table No. 2 

Showing number of square feet contained in different sized corrugated sheets. 



Lengtl 


Width 


No, of 
Square Feet 


Length 


Width 


No. of 

Square Feet 


24 inches x 33 inches 


5 •A 


24 in 


:hes x 2" 


% inch 


>s 4.59 


32 


x 33 


7 1-3 


32 


x 2' 




6.11 


36 


• x 33 


814 


36 


" x 2" 


% 


6.88 


48 


' x 33 


11 


43 


x 2 


% 


9.17 


60 


' x 33 


13% 


60 


X 2 


r% 


11.45 


72 


' x 33 


16% 


72 


" x 2 




13.75 


84 


■ x 33 


1914 


34 


" x 2 




16.05 • 


96 


' x 33 


22 


96 


" x 2 


■ i .. 


18.33 


120 


x 33 


27% 


120 


■' x 2 


r% 


22.92 






Table No. 3 — 


33 inch Sheets 






Sh 


owing number of 


rows of sheets 


required 


to cover 


Ridge. 




Ridge 
in fee 


Rows of Ridge 
Sheets in feet 


Rows of Ridge 
Sheets in feet 


Rows of 
Sheets 


Ridge 
in feet 


Rows of 
Sheets 


P.idge R 

in feet Sheets 


5 

5% 


2 
214 


24% 
25 


10 
10% 


44 
44% 


18 
18 


63% 
64 


26 
26 


83 34 
83% 34 


6 
6% 


214 
3 


2514 
26 


10% 
10% 


45 
45% 


18% 
18% 


64% 
65 


26% 
26% 


84 34% 
84% 34% 


7 

7% 


3 
3 


26% 
27 


11 
11 


46 

4G% 


19 
19 


65% 
66 


27 
27 


85 34% 
85% 35 


8 
8% 


3% 
314 


2714 
28 


11% 
11% 


47 
47% 


19% 
19% 


66% 

67 


27 
27% 


86 35 
86% 35% 


9 
9% 


4 

4 


2814 
29 


11% 

12 


4* 
48% 


19% 
20 


67% 
68 


27% 
28 


87 35% 
87% 36 


10 
10% 


4 

414 


2914 
30 


12 

12% 


49 

49% 


20 
20 


68% 
69 


28 
28 


88 36 
88% 36% 


11 

1114 


5 
5 


3014 
31 


12% 

12% 


50 
50% 


20% 
20% 


69% 
70 


28% 
28% 


89 36% 
89% 37 


12 
1214 


5 

5 


3114 
32 


13 
13 


51 
51% 


21 
21 


70% 
71 


29 
29 


90 37 
90% 37 


13 
1314 


514 
514 


3214 
33 


13% 
13% 


52 
52% 


21% 
21% 


71% 
72 


29 

29% 


91 37% 
91% 37% 


14 

1414 


6 
6 


3314 
34 


14 
14 


53 
53% 


21% 
22 


72% 
73 


29% 
30 


92 38 
92% 38 


15 
15% 


6 
614 


3414 
35 


14 
14% 


54 
54% 


22 
22% 


73% 
74 


30 
30% 


93 38 
93% 38% 


16 
1614 


614 

7 


3514 

36 


14% 
15 


55 
55% 


22% 
22% 


74% 
75 


30% 
30% 


94 38% 
94% 38% 


17 
1714 


7 
714 


^6% 

37 


1 .-. 
10 


56 

56% 


23 
23 


75% 
76 


31 
31 


95 39 
95% 39 


18 
1814 


7 % 
714 


3714 
38 


15% 
15% 


57 
57% 


23 V. 
23% 


76% 
77 


31% 
31% 


96 39 
96% 39% 


19 

1914 


8 

e 


3814 
39 


IB 
16 


.'.8 
58% 


24 

24 


77% 
78 


31% 

32 


07 39% 
97% 40 


20 
2014 


8 

8% 


3914 
40 


16 
16% 


59 
59% 


24 
24% 


78% 
79 


32 
32% 


93 40 
98% 40 


21 
2114 


814 
9 


4 014 
41 


16% 
16% 


60 
60% 


24V, 
24% 


79% 
SO 


32% 
33 


99 40% 
99% 40% 


22 
2214 


9 
914 


4114 

42 


17 
17 


61 

61% 


25 
25 


80% 
81 


33 
33 


100 41 

101 41 


23 
2314 


914 
914 


4214 
43 


17% 
17% 


62 

62% 


25% 
25% 


81% 
82 


33% 
33% 


102 41% 

103 42 


24 


10 


43% 


18 


63 


26 


82% 


33% 


104 42% 
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CORRO-CRIMP ROOFING. 

An Improved Form of Corrugated Steel Roofing 

This materia) differs from regular corrugated iron Lnaainueb :is it 
has a • tbi I rom bale bo 

ordinary corrugation. 
This A crimp fits over ■■> triangular wooden batten which we aupplv 
fingi and when nailed to tbia batten 

Our Cor' nvpr 11 II 

fashiiiiud corrugated iron ronin 
II 

roof. 

wing 

I. A 

SQUARE OF CORRO-CRIMP WILL COVER 100 SQUARE FEET OF 
ROOF 

the 



741J 
74]K 
7411, 
741M 






<j»h . 



1M lb. 



<>n»« 
< >rt 

(Him 



Important Pointe: Tbi ^ »■• ,.lrr, 

FREE •■■ Crimp will rover fully M% n 

»quKn of corrugated sheets. Oet cur prices 
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Directions for Applying 
"Corro-Crimp" Roofing. 



The roof can be sheathed with any ordinary lumber, or you can apply 
purlins of any size from 1 in. x 3 in. transverse of the rafters. To the 
sheathing or purlins you attach battens 1% in. triangular at 32 in. centres, 
which are supplied free with Corro-Crimp. Apply the sheets, fitting A lock 
over the battens and nail the sheet to the left-hand batten. Then lay the 
second sheet, overlapping the left-hand lock over the right-hand A of the 
first sheet and nail through the apex. Continue this until first belt is 
applied, then return to the left and lay second belt in the same manner. 

Engineers and architects will find this product a boon to them in cover- 
ing steel superstructures, as the cost of applying will be reduced over 50 
per cent. 

The same method is followed in applying to steel structures, only that 
the battens are bolted to the steel purlins with hook bolts, the heads of 
which are sunk into the battens. 

In laying Corro-Crimp Roofing it is necessary that the top of the top 
sheet on the bottom rafter be kept 4 inches from the hip when using the 
16-inch girth flashing, S inches when using the 20-inch girth, and 12 inches 
when using the 24-inch girth. By figuring this way, the hip flashing will 
lap 4 inches over the sheet below the hip in each case. It is also impossible 
to start the first row above the hip less than 4 inches from the hip. This 
flashing can be used with the wide apron above fhe hip if necessary. 

"CORRO-CRIMP" SHEETS ARE 32 INCHES WIDE, AND ARE 
CHARGED FOR AS 32 INCHES WIDE. They are really cheaper and 
certainly more effective than corrugated sheets. 

For Ridge cap, hip, side and end flashing and sundries see pages 46 
and 47. 
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CORRUGATED CURVED SHEETS. 
Single Curved Awnings. 




No. 24 gauge corrugated galvanized iron, curved as shown, is re- 
commended for permanent awnings. We sold these curved sheets for 
awnings 25 years ago, and they are giving good service to-day. 

Our awning sheets are heavily coated with zinc spelter, and no 
painting will be necessary. 

Sheets can be made in any length up to 120 inches, each sheet 
coverin" 30 inches wide, allowing for IV, corrugations side lap. 



765 



Gauge 
24 Gauge 



Kind 

Galvanized 



Code 
Bottle 




Illustration of awning constructed of curved corrugated sheets. 
This form of awning is now being largely used where a permanent 
awning is desired, as it is practically indestructible, besides being very 
neat in appearance. 

We do not provide the frames. These can be made out of wood or 
iron as required. 

Flrshini No. 786B should be used to join awning to brick or wooden 
building. See page 47. 

Special net prices quoted. 
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No. 785 
2 l /a" COEEUGATED EIDGE CAP. 
Sir", ,«•*«• 6 in , IPd) c 

16 ■'< 

22 
CO ' 26 

No. 785B— 18 in. Girth covers 5 in. each side of roo f 
24 '■ •■ 9 

30 • 12 

36 • •' i 6 

42 •■ i 8 

48 22 

60 •• " 24 or 26 

Wood Filler ia always included free. 

Covering measure 33 inches. 

Usual lap about 2 in. We charge for actual length 



'galvanized). Code — Peak 




No. 733 
2' " COEEO CEIMP EIDGE CAP 

■' "' fool Cod, Odium 

17.li 

■ D 48 ii ai , 



No. 788 
2V 2 " COEEUGATED HIP FLASHING 
8A— Impro™ Ooii „, )r<) _, 

18 
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No. 733 

HIP FLASHING FOE ZVi" COERO-CRLMP ROOFING— GALVANIZED 

! n, girth ext. 8 in. above and 8 in. below the hip. 
in. •" 8 in. " " 

7880 24 in. " 8 in. " 16 in. " " Code: Opium 




/ 



No. 786 

2V a " CORRUGATED END WALL FLASHING 

No, 788 md 12 in, girth, painted. I 

F86B— 9 in. and 12 in., galvanized. Code: Pearl. 




'///////// 



/ 



CORRO CRIMP END WALL FLASHING— GALVANIZED 

No. 701. 12 inch girth. Code: Olid. 




No. 787 
2'/ 2 " COEEUGATED SIDE WALL FLASHING 

No. 787A — 12 in. and 15 in. girth, painted. Code: Pease. 
No. 787B — 12 in. and 15 in. girth, galvanized. Code: Peat. 
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PEDLARS "PERFECT" RUBBER ROOFING. 

PEDLAB R BOOPXjnG is a Prepared Roofing that u the 

made from prime 
qualit felt, and the process >>( manufacture 

i tboro -iil.v. 

roofii . easy application It 

IT IS NOT AS GOOD AS METAL ROOFING, BUT IT 
IS OOOD VALUE AT A SMALL PRICE. 





lap ih* 

status t . 

lapi. A -I while 

1 il bru»ii w< i 
opt to If tin* Il d 

give* very little ; ips, 

■ 

timlft with 

ftngi n»d 

■ i 















■ 
pOT ■quit re 

■ 



:nr!ud<'« Lsrfi Ml fur apply- 

I rolU. 
Oct uur 
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PEDLAR'S "PERFECT" STEEL SIDINGS. 

1 i wnlln 

1 

rock, II 

Dg illustrations of our dill iphs. 

Directions for Applying Steel Sidings. 

1st. 
around 

2nd ppr 

ulor. 

3rd 
from li ; I 

4th i 

6th 
that th€ 

lap miT the Brat, and *r. i. 

6th -n tho flango of th.> lock (t»] 

.i ■ 
nailed througl 

lakes bibout three-quarters of a pound 

7th --Window and T>nnr Frames shniild be pUl in after the 
shown above, but m me the frnmf>s Ned and 

t thi- doori and windows the same as for Wood Siding; or the frames can 
bo sprung out sufficient to insert the Biding under them. 
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Plain Brick" Siding. 



Sheet of Plain Brick Siding 17^ x 22 % incl fce! Bcopic side 
lock. In applying this siding start at the lower left-hand corner. 37 sheets covei 
a squnre. 

Kecomm ended for covering houses, barns, etc., or any style of building where 

neatness of appearance, warmth and fire-resisting <i n ^ : " desired. The 

Painted Steel Siding is dipped in a coat of pin Oil ind Eti d 
Oxide 1'amt before leaving factory. 



Number 

7(10 
7 1 10 A 
700D 
700E 



Grade 
Special 
30 Gauge 
30 Gauge 

1 



K i ii d 


Sh 


pping We 


glit 


i ode 


Painted Red 








Priso 


d Red 




60 lbs. 




Nude 


Galvanized 




60 lbs. 




N mill. 


1 an i zed 




. ■ ■ • 




Nun 


Painted Red 




■ 






Gali i nized 




70 lbs. 




1 I,, HI' 



700NA 
700 NB 



30 Gauge 



i r i i r 


1 






r — * — * 




,. i i 














l, ... ... . . 





"Plain Brick" Siding (Large). 



Sheet of Plain Brick Siding 24^ x 49 mrhes, 
the number of joints is minimized. 
Get our net prii 
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"Manitoba" or Elevator Siding. 

This siding is specially constructed for elevator covering, and is so 
made that it will not buckle with the settling of the building. 
■Manitoba" or Elevator siding is made with side lock. 

Illustration shows photograph of one sheet of Elevator siding 17'- x 
22% inches covering measure. 

37 sheets cover one square. 

Hale either galvanized or painted. 

The painted siding is dipped in pure boiled linseed oil and red < 
paint before leaving the factory. 

The Galvanized requires no painting. 



Number 




Kind 


Shipping Weight 


Code 


" i 


Special 


Painted 


50 lbs. 


Xurio 


701A 


30 Gauge 


Painted Red 


60 lbs. 


Norse 


701D 


30 Gauge 


Galvanized 


60 lbs. 


Nuzzle 


701E 


28 Gauge 


Galvanized 


75 lbs. 


Nye 



Pedlar's Perfect "Manitoba" or 
Elevator siding has been greatly in 
demand for the construction of ele- 
vators and high warehouse buildings 
in the Canadian ' 



Ask for net prices. 
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O J 


'| 




..--<g/V 




QS^m 


lESteS^--- 1 *!^^ 


-"^25£&gfl 



The Pedlar People, Limited 
Oshawa, Canada 




The Largest Sheet Metal 
Factors in the British Empire 




"Oshawa Stone" Siding. 



Locked on four sides covering all nails. This sid glutei; wind, 

water and storm proof. Must be laid from eave to sill ftt upper right 

hand corner. The only siding manufactured that locks on all four sides. 6 

816 x 22 14 inches, or 39 sheets to the square. Made in two grades. We 
recommend the use of No. 091 corner (as shown on page 48). with this siding. 
Get our net prices. 



Xumber 



Grade 
28 Gauge 



Kind 
G luized 



Shipping Weight 

-.-, Ibi 
80 lbs. 



Code 

Om 

Out 



"Rock-Faced Stone" Siding. 

We recommend this I: . h,ss work. It 

tine imitation of 6tone and as it lay* ired. 




size P Get^or*iirt °ri S™* "' Rock ' , "' rf s """" pi,1ir e 24 H * 49 incl "' s cor, ring 



Number 
700N \ 

TB9NT! 



Grade 
BO Oknge 
28 Gauge 



Kind 
Painted Grey 
Galvanized 



Shipping Weight Code 

54 lbs. (irr.nre 

70 Ibl Ogle 
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"Rock-Faced" Brick Siding. 

Rock-faced Brick Siding Covering 17^4 x 23*4 inches, 36 sheets to the 
square. The sheets are lapped, a flange at the top and right side being provided 
fur this purpose. To applv, start at the lower left hand corner. 

We recommend this for all first class work. It is a good imitation of rough 
brick und as it lays close a good job can be assured. 



Number 
706 
706A 
706D 
706E 


Grade 
Special 
30 Gauge 
30 Gauge 

2"< I..MIUI 


Kind 
Painted Red 
Painted Red 
Galvanized 
Galvanized 


Sh 


pping Weight 
50 lbs. 
60 lbs. 
60 lbs. 
70 lbs. 


Code 
Privy 
Obese 
Obit 
Obole 


: i i 
710B 


30 Gauge 
28 Gauge 


Painted Red 
Galvanized 




60 lbs. 
75 lbs. 




Ogur 
Oint 




"Rock-Faced Brick" Siding (large). 

Illustration shows one sheet of Rock-faced Brick Siding 24 x 48 
Being made in large sheets the number of joints is minimized. 
Get our net prices. 



The Pedlar People, Limited 
Oshawa, Canada 



Montreal. Toronto, Ottawa 
London, Chathar 
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'Rock-Faced Stone" Siding. 

:.■*■» to •» 

- 

021 » 






Ohacvra 

or- 

"0 Iks. i>i., or d 




" Rock-Faced Stone " Siding (large). 

*•** stow is ,1,11! tvcbet 



a 
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fji. 



"Ouellette Stone" Siding, 

Illustration shows one sheet, covering si2e of which is 21 % x 6% inches 
or 99 sheets to a square. 

This Siding, so named ' 'Ouellette' ' from the fact that it was designed 
some years ago and has been extensively used by Mr. David Ouellette, of 
the firm of Ouellette & Levesque, Architects, of Quebec, in finishing the exterior 
of many churches in the Provinces of Quebec. New Brunswick, and Prince Edward 
Islnnd. It is the closest representation of rough ashlar that has been produced. 
Owing to the metal being locked on all four sides similar to the Oshawa Shingle, 
nil nail heads are covered, rendering the Siding as waterproof as a roofing, and 
resisting nil drifting storms, which are so prevalent in these provinces. Each 
• made individually and represents one block of stone. The joints being 
broken in applying the Siding, the finished nppearance is nearer to that of a 
stone building than anything yet produced. Get our net prices. 



Number 
71 IX 



Grade 
2* Gaug 



Kind 
Galvanized 



Shipping Weight 
100 lbs. 



Code 
Orle 



"Imitation Cut Stone Siding." 

Designed for use in connection with all our sidings as a foundation or belt 

■ 




AA-A A.A.. 



^^„.»;£*«» 



AAlAi.^ ^jlji A. A. A. A A, A. 




Photograph of one sheet of Tmitntion Cut Stone Siding covering size 24% 
x 49 inches. Get our net prices. 

Number Grade 

708A 30 Gauge 

708B 28 Gauge 



Kind 


Shipping Weight 


Code 


Painted Grey 


60 lbs. 


Ocean 


.Galvanized 


75 lbs. 


Octant 



The Pedlar People, Limited 
Oshawa, Canada 



The Largest Sheet Metal 
Factors in the British Empire 



CORNER AND COLUMN FINISH. 
For Use in Connection with Our Steel Sidings. 




Xo. "23. For use in connection 
with our Bock-faced Brick or .Stone 
sidings. i2 inches to the weather 
on each face. 



Xo. 724. Column Finish. For um: 
with our steel sidings for finishing 
columns or pilasters. 1C inches 
across face; 4 inches at 



Corner Iron for Corrugated Siding 
No. 691— see page 48. 

Net prices on application. 




No 



Number 


Grade 


T23A. 
7231) 
T24A 
7J4.B 


36 Gauge 

28 Gauge 
•m eange 

*<*Uauje 



Kind 
Painted Grpj- 
Galv*r 

Pawled ' \tvj 

Galvanized 



Size of Face 
12"il!" 

li'M:" 

4"x4"xlfi" 

4"l4"»l(f" 



Code 
Onion 

<ll,-rt 
Olivl 
Opj«, 
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CORNER FINISH. 
For Use in Connection with Our Steel Sidings. 






-r" 



\'t>. 720 shows Plain Brick Corner Finish, (i 
inches to ')"■ weather on each face. Foi 
b our Plain Brick Sidings. 



Xo. 721 shows Rock 
Brick Corner 
Finish, 8 inches to the 
weather on each face. 
For use with our 
Faced Brick Sidings, 




No. 7-il. 



Xo. 722 shows Block Pa 1 Stone Corner 

,. ii inches to I b ithi ich face. 

To I- "-'''I with our Etoi > one or 
( luelli tte Stoi 




Number 


GraJe 


720\ 


28 Gnnfte 




1 


721 A 


inge 


7 'Hi 


28 Gauge 


722 \ 


18 G 


722B 


26 i.auge 



Kind 


Size of Face 


Code 


Painted Red 


6"x6" 


Okra 


Galvanized 


6"*6" 


Olio 


Painted Red 


6"x6" 


Olive 




8"x6" 


Ombre 


Painted Grey 


6"x6" 


Omega 


dzed 


6"i6" 


Omen 



• edlar Peoplt. Limited 
Oshaua. Canada 




Monti. 'ttauv 

London, Chatham Winnipeg 



STEEL WINDOW SILLS AND CAPS. 

■ 





y^&M£F* 






wpifi 
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Galvanized Steel Window and Door Caps. 

For line in connection with our sidings and add greatly to the appear- 
inee of the building. 

Always Btate width of opening. 




Xo. 1155 








Number 
1155 
111)5 
1166 


Codw Word 
Orn 
Orvol 
Oryx 


Xumber 
1180 

1177 
1173 


Code Wl 
Oiifh 
Otis 
Ostie 


id 



Get our net prieei. 



61 



The Pedlar People, Limited 
Oshawa, Canada 
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EAVES TROUGH. 

All Eaves Trouph furnished in a large variety of gauges in gal- 
vanized steel, or anti-corrosive <tt£*CA$> 






No. - 
LAP JOINT EAVES TEOUGH 
Single Bead or Double Bead. Half Round, with Round Bead. 




No. 831 
OGEE EAVES TROUGH. 



ari-h 



The favorite trough for residence work. It lends itself to the 
iteeture. Xo. 832 is quarter circular, with round Bead. 



^y 



SLIP JOINT EAVES TROUGH 

sily put together without tools or solder 
Half Round, with Round Bead. 




No. 833 



TROUGH ENDS 



No. 892 



To suit style and „,« of Trough. We furnish End oomplete 

- size« and we.ehts Nn §01!. 

i with End Can and Dro„ n.tlJ we.gnts. t, . 891 If 



plete with End Cap" and Drop Outlet. 
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END PIECES. 

Complete with End Cap and Drop Outlet. 

Th<> slip .loint End Cap requires no Soldering. 



No. 
891A 
B91B 
B910 
B9] D 


i;r:„l,. 
28 Gauge 
28 Gauge 
28 Gauge 
28 Gauge 


Kind 
Gal 1 niized 
Galvanized 
Gal vanized 

« i;il\ unized 


Size of Girth 

8 inch 

10 inch 

12 inch 

15 inch 


Code 
Poet 
Plat 
Pint 
Plot 



Eaves Trough. 

We manufacture inside or outside- curved troughs to fit any radius, 
also special troughs, prices of which will be given on application. 





LAP JOINT, HALT ROUND, BOUND 


BEAD. 




No. 


Grade 


Kind 


S 


ze of Girth 


Weight 


Code 


830A 


28 Gauge 


Galvanized 




8 inch 


50 lbs. 


Peg 


830B 


28 Gauge 


riized 




10 inch 


58 lbs. 


Pekoe 


8300 


28 Gauge 


Galv; 




12 inch 


70 lbs. 


Pell 


B30I) 


28 Gauge 


Galvanized 




15 inch 


88 lbs. 


Pelt 






OGEE 








831A 


28 Gauge 


Galvanized 




8 inch 


50 lbs. 


Pen 


831B 


28<i 


Galvani ei <1 




10 inch 


58 lbs. 


Penal 


831C 


28 Gauge 


Galvo i : ! 




12 inch 


70 lbs. 


Pencil 


831D 


28 Gauge 


mixed 




15 inch 


88 lbs. 


Pengwin 




QUARTEB 


CIECLE 


WITH BOUND 


LEAD. 




No. 


Grade 


Kind 


S 


ze of Girth 


Weight 


Code 


832A 


28 Gauge 


Galvanized 




8 iach 


50 lbs. 


Penay 


832B 


28 Gauge 






10 inch 


58 lbs. 


Pension 


832C 


28 Gauge 


inized 




12 inch 


70 lbs. 


Pent 


832D 


28 Gauge 


Galvanized 




15 inuh 


88 lbs. 


Peon 




SLIP JOINT HALF ROUND, BOUND 


BEAD. 




No. 




Kind 


s 


ze of Girth 


Weight 


Code 


890A 


28 G« 


Galvanized 




8 inch 


S2 lbs. 


Purr 


890B 


28 Gauge 


Galvanized 




10 inch 


60 lbs. 


Punt 


890C 


28 Gauge 


Galvanized 




12 Inch 


72 lbs. 


Puck 


890D 


28 Gauge 


Gall anisi <\ 




15 inch 


90 lbs. 


Puag 



Eaves Trough is made in 8 or 10 foot lengths. 

Note— An extra 10 eents per 100 feet charged for Ogee Bound Bead 
Eaves Trough. 

Order All Goods by Number. 



The Pedlar People, Limited 
Oshatia, Canada 




Montreal, Toronto, Ottau-a 
London, Chatham, M innipeg 



CONDUCTOR PIPE. 

■ 

-ion. 




PLAIN ROUND CONDUCTOR PIPE 




ROUND CORRUGATED CONDUCTOR PIPE 




ORRUOATED CONDUCTOE I : 



Mit 



re». 





■tscto Bt»d Ouu.dt Mltr« 






i"ii. HHn 
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CONDUCTOR PIPE. 

Plain Round— Corrugated Round— Square Corrugated. 

These are made in one piece, LO feet long. The ends of the 
round conductor pipe are crimped for easy joining. 



No. 


Grade 


Kind 




Size 




Weight 


Code 


840A 


Gauge 


Galvanized 




2 inch 




55 lbs. 


Pepper 


840B 


28 Gauge 


Galvanized 




3 inch 




65 lbs. 


Pepsin 


840C 


28 Gauge 


Galvanized 




4 inch 




85 lbs. 


Perch 




28 Gauge 


Galvanized 




5 inch 




95 lbs. 


Perdy 


840E 


28 Gauge 


Galvanized 




C inch 




105 lbs. 


Perfidy 


841A 


28 Gauge 


Galvanized 




2 inch 




55 lbs. 


Perform 


841B 


28 Gauge 


Galvanized 




3 inch 




65 lbs. 




841C 


Gauge 


ti;i] 




4 inch 




85 lbs. 


Pen 


841D 


-iiuge 


Galvanized 




"> inch 






Peril 


841E 


28 Gauge 


Galvanized 




6 inch 




105 lbs. 


Period 




28 Gal] 


Galvanized 


2 


in. (1% 


X 2 <A ) 


45 lbs. 


Prate 




28 Gauge 


Galvanized 


3 






60 Iba. 


Pry 


850C 


28 Gauge 


Galvanized 


4 




x i U ) 


80 lbs. 


Prove 


850D 


28 Gauge 


nzcd 


5 






100 lbs. 





Xo charge for crating. 



Mitres — Galvanized. 



860— Outside Mitre— 28 Gauge— For 8, 10, 12. 15 inch Trough.— Code: Perot. 
870— Inside Mitre— 28 Gauge— For 8, 10, 12, 15 inch Trough— Code : Pert.. 

When ordering state whether outside or inside, single or double 
bead. Also, whether slip or lap joint is wanted. 



Order AH Goods by Number 
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TROUGH AND PIPE FITTINGS. 
Shoes. 

Fancy Round— Pl-in Bound— Round Corrugate'— Square Corrugated. 



No. 974 



No. 848 





Elbows. 

Various Angles, Shapes and Styles. 



Plain Rcund. No. 842. 
Round Corrugated. No. 842. 
Square Corrugated. No. 849. 

ify the angles de- 
sired by giving number 
shown near cut. 





ZINC CONDUCTOR 
PIPE HEADS. 



No. 982. Code — Oven. 
lili 
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FITTINGS 
For Conductor Pipe and Eaves Trough. 




Plain Round. 
DRIVE HOOKS. 




Nu. - l I 
WIRE STRAINERS. 




Round Corrugated 
DRIVE HOOKS. 




Corrugated 
HINGE HOOKS. 




Showing Method of Application 
PEERLESS HANGER. 



HANGER AS SHIPPED. 




TWO-PIECE PEERLESS EAVES TROUGH HANGER. 
For particulars see page 68. 



The Pedlar People. Limited \fm1g3 Montreal. Toronto. Ottawa 
taM.CoM* ffientb London. Chatham. Winnipeg 

FITTINGS FOR CONDUCTOR PIPE AND 
EAVES TROUGH. 

Shoe* 



Ornamental Zinc Corrugated and Plain 


Round. 
■ 




Square Shoe* 






























Conductor Pipe 


Heads 




























Drive Hooks 




































Wire Strainers 1 


tinii' 



























\ 



Peerless Two-Piece Hanger 

























Elbows 








1 .. . K ..... d 1 1. - . 








( i.rruealed Llbows 
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Galvanized Crestings and Terminals 









No. 817 












■. tlth ul 




Xuinber 




Height 


Apron 


Code 




Cresting 


12 inches 


4 inches 


Overt 


. 




1 5 inches 




Ovoid 




Cresting 


12 inches 


4 inches 


Ovum 


815B 


Terminal 


22 inches 




Owing 




( i .sting 


12 inches 




Owse 


817B 


Terminal 


ichee 




Oxbow 



i i! i 
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Galvanized and Zinc Finials. 




No. 
6 feet high over all. Full 



bodied. 



N'o. 6444 
o ft Inch over alL 



Wi te for catalogue showing full assortment. 



loll bodied. 
Code — Gown. 



"Keeping Everlastingly, At £wm The Pedlar People, Limited 
It Brings Success " ^||^ Oshawa, Canada 

Zinc Finials and Terminals. 




Send for big Art Catalogue 
of Stamped work. 




•128 
-7 m. high x 15 in. deep x 12 in. wide. 
Code — Glow. 



No. cm 
21 in. High, 16 in. 
Code- 



•;450 
Height 33 in. 
Base 9 in. 
Code — Grain. 





Xo. 6449 

Height 29 in. 

Ease 8 in. 

Code — GraiL 

71 



Xo. 6447 
Height 33 in. 
Base 12 in., octagonal. 
Code— Grade. 



The Pedlar People, Limited 
Oshawa, Canada 



Montreal, Toronto, Ottawa 
London, Chatham, IVinmoeg 



Zinc Finials and Terminals. 




No. 6437 

8 x 24 inches. 

Code — Gong 

No. 0429 
Height 22 inches, 
across 1"j inches, 

neck inches. 
Code — Glove 




I 



So. fij'j'.i 




No. 6432 

24 inches. 
Cod' -Gnaw 

No. I 
Height 28 inches, 

Code — Goad 




.1 for our Elaborate and Fully Illustrated Catalogue of Orua- 
A ork. 



Keeping Everlastingly) At ffmvm% The Pedlar People, Limited 
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Galvanized and Zinc Terminals. 




We make a hig line of Stamped Ornamental 
Work. Send for estimates and prices. 



21 inches high, 11 inches 

diameter at base. 

Code — Goth 



We show only a few designs here — 
send for large Illustrated Catalogue of 
Strmped Goods. 





No. 

39 inches high. 18 inches base. 
Code — Gnash 



Xo. G4IJU 

;ichcs. 
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Zinc and Galvanized Finiais. 



Only a few of our big line of more 
than a thousand up-to-date designs. 






I 



Xo. 64.-.1 
Height 72 inches. 
Code — Grand 



x °- 6465 Xo. G4G2 Xo. 8462 

Height 35 Inches. Height 3~\~ inches. Height 07'/. inches 

Code— Grist Code— Grim Code— Grant 






N'o, I 
Height 30 inches. 
Code — Graze. 



Xo. 6463 

Height J2 inches. 

Code Grind. 



Xo. 6456 

Height 25 inches 

Code — Grass. 



• 
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Zinc and Galvanized Finials. 






No. 6454 

Height 25 % inches. 

Code — Grasp. 



No. 6458 

Height 27% inches. 

Code — Greet. 



No. 6459 

Height 31% inches. 

Code — Grief. 




Xo. 0456 

Height 26 ',i inches. 

Code— I 






.No. 6 
Height 31 Vs inche 
Code — Grig 



No. 6466 
ll 28 inches. 
Diameter at base 23% 
inches. 

-Grit 




No. 6461 No. 6464 

Height 43 inches. Height 43% inches. 

Code — Grill Code Grip 

All ornaments are machine pressed, from heavy sheet zinc, and are 

sharj> and bold in relief. 



The Pedlar People, LimiteJ 
Oshawa, Canada 

Gal 



rpMus 
praer 

WEES 



Montreal, Toronto, Ottawa 
London. Chatham, Winnipeg 



vaniz 



ed C 



ornices. 



We make our i i dees to dimensions or measurements furnished to 
us by purchaser, and any charge for changes and additions required in 
■ mug ou or to the building must be defrayed by the buyer. 

A — Cornice. B — Urns. C — End Blocks. 
No. Hgt. Proj. Code 

Oyel 




I 




No. 


Hgt. 


Proj. 


Code 


125 1A 


24" 


0" 


Pnlis 


1251B 






Poll 


12510 






Polt 



IJ^J^J^JsL^iC^JkJ S SR^i^m^M 



HI ' ! -'.y& ' v' W> : K^'^.^> ! ' 



No. Hgt. 

28" 



Proj. Code 
12" Poly 

... 
. . . 




No. I 

rhis Bhows but a few of our many cornice designs, We can suit > tv 

whether you want the most elabi 

.ii 
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Galvanized Cornices 







No. 1253 

B — Urns. C — End Blocks. 

Hgt. Proj. Code 
24" 6" Pond 

Incl. cover. Pooh 




The above cornice can be made any projec- 
tion up to 12 inches, with slight deer 
height. If used fur lintel cornices the height 
will be- 20 inches. 




No. 


Hgt 


Proj. 


(.'ode 




24" 




Pony 


12.34B 






Ponk 


1254C 






Pood 




No. 1255 

No. Hgt. Proj. Code 

1255A 42" 15" Pop 

1255B Popey 

1255C Porch 



r- ."■' [ -~t~r*.^n~F 


N.i 










No. 


Il.-t 


Proj. 




1256 \ 


36" 


24" 


Pore 


1256B 






Porgy 


12560 






Porer 



We are headquarters for all ornamental work used in connection with 
cornices. Send for catalogue. 
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Crestings and Friezes 







4* 

Mas 




Cresting No. 6402—6 in. High— Very Bold. Code: Gig. 





Cresting No. 6410—10 in. High— Shells at 17 in. Centres. Code: Gist. 

JLAlA>—± 4r 4r & 4r 



mmmmmmmmi 



Cresting No. 6414—14 in. High. Code: Glare 



V 



^[■M'4 




382 — 10 in. Wide. Code: Gate 






Frieze No. 6383—8', in Wide. Code: Gaudy. 

for catalogue of Ornamental Work. 
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Zinc Half Balls. 




No. 6320 
Sizes from 1 inch to 24 inch diameter. 



Zinc Letters. 




Made in 5 sizes— 6, 8, 12. 18 and 22 inches high. Plain and 
ornamented. 

Submit your specifications for estimates. Get our big catalogue. 
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"The Evolution of an Old Building' 












^^z. 


1 


1 


f 



Shows building as it originally stood. 

;il products have done a gi I n the beautification 

of cities by rendering it possibli t.. renovate "14 buildings Mini change 
them into handi '". fire-resisting structures at small cost. 

Bbove photograph is of an old building, in a very dilapidated 
radically unproductive of revenui t.. the owner. Willi the* 
ai.l of PEDLAR'S "PERFECT " PRODUCTS, with very few i 

I at comparatively light expense, it has developed into a 
fine, revenue-producing office building, as shown on the opposite i 

BO 
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Canada 

"The Evolution of an Old Building. 




The Building after being "PedJarized." 

The above photograph shows the same building as on opposite page, 
after another store; has been added and the whole structure sided with 
imitation rock-faced stone. 

The siding, corner cap, window caps and sills, cornices, friezes, etc.. 
are all made of galvanized steel. The building has every appearance of 
being built of stone. The saving thus effected by using sheet metal 
instead of actual stone construction is very great. The building is proof 
against fire from the outside. AN EAST WAY OF BRINGING AN 
OLD BUILDING UP-TO-DATE. 

SI 
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Metal Fronts. 




No. 1057. Ode— Oyer. 

We will quote you on anything you may require in this line, and 
our Estimating Department will make up sketches and suggestions on 
receipt of your advice as to sizes and details. 

Aay local carpenter can install a metal front or metal ceiling easily 
Fireproof, durable, sanitary. 
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An All-Metal Building 




This is an a - ..J. 

I 
A as metal ceilings ar PEDLAE'S 

"PERFECT" PEODUCTS 



Cool in Lot wei .elow zero. 







_- 
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Pedlar's "Perfect" Ventilators. 



Iv.ll.ii 
I 

[.ink, 

which closes \ enl 
matically ii 

Railways, and on i 
em pi 





No. 



Auto- 



Secti<" 






PEDLAR'S PERFECT VENTILATORS • roofs, 

li 
roofs, or 

or lower 
Special ba>. made to order for any of these locations in 

PEDLAR'S PERFECT VENTILATORS . - t »hree different 

if metal i Iron. Ton They are 

from S incites to 72 inches. 

Tae\ lea — with metal lop, or with glaae top. 
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Pedlar's "Perfect" Ventilators. 




Glass Top 
Type 



Same construction as 
all metal type, ex- 
cept the glass top. 



Wo make a special 
ty of skylights with 
ventilators attached. 
■More light! 
More air! 
I i 



Ventilator Bases arc 
ratej and are 
made only to specifi- 
cationB. 



Directions for Ordering Pedlar 
Ventilators 



Perfect" 



T " e insta 1L .|, B hal bing to biing tlie 

e room being ventilated. 
Allow 6 inches i .., a Bkylight peal;, 

it, i equin i base, to suit 

I''"' 1 ' ' Installation on s Blanting roofj requires a Bpecial 

pitch of t in d should be placed as high as 

pward. Installation for vcntilnt- 

ral stories beneath the roof, requires Bpecial shafting 

le the building, al supports bv which the 

Id above roof level at the top of tins shaft. A 

*hiniin nation req fecial chimney-cap base, made to 

fit over the chimney. An adjoining roof or high wall which can create 

down drafts on the ventilator requires enough extra shafting to bring 

the "Pedlar" Vent above the level of the ridge or wall 



Sli 
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Dimensions and List Prices of Pedlar's "Perfect" 
Ventilators No. 995 



Diam. of 

Shaft, 

Ins. 


Gauge 

Metal, 

No. 


Height 

Metal Top 
Ins. 


Height 

GlaSB 

Top, Ins. 


Weight 
Net Lbs. 


A rea ol 
Shaft. 

Sq, in, lies 


List F.O.B. 
Oshawa. 


Code 
Word 


8 


24 


15 


14 


12 


50.2 


$ 4 00 


Sore 


10 


24 


17 


16 


15 


78.5 


4 


50 


Soan 


12 


22 


19 


17 


20 


113.1 


5 


00 


Sane 


15 


22 


21 


19 


26 


176.6 


7 


50 


Suit 


IS 


22 


22 


20 


35 


254.5 


12 


50 


Sunt 


24 


22 


24 


22 


50 


452.4 


18 


00 


Slick 


30 


20 


26 


24 


100 


706.9 


25 


00 


Spor 


36 


20 


30 


28 


150 


1017.9 


37 


30 


Slam 


42 


20 


33 


30 


200 


1385.4 


54 


00 


Sloe 


4S 


20 


37 


35 


SOO 


1809.5 


60 


00 


Snag 


54 


20 


40 


37 


350 


2290.0 


70 


00 


Stump 


60 


18 


44 


42 


400 




80 


00 


Sprag 


72 


IS 


48 


43 


550 


4071.5 


100 


00 


Swim 



Above prices include 6 feet of chain with fuse link for automatic lire 
prevention. 

Bases extra, to meet specification for pitch of roof and location. 
Shaft extra, to meet special specifications. 

Extra chain at moderate rate, to meet specifications. 
Wrights are for Toncan metal or galvanized steel. 

For Copper add 10%. Gauges of copper to be varied, if necessary, 
from above gauges given for Toncan metal or Galvanized Steel. 

Made in galvanized steel, copper or <^n£a£i> 

Pedlar's "Superior" Barn Ventilator 



X 



Weight crated, approximately 100 lbs. 

Size of shaft or pipe, 18 inches. 

Wo can supply larger sizes on special 
order Send specifications for prices. 
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PEDLAR'S "PERFECT" SKYLIGHTS. 

Daylight Better and Cheaper Than Artificial Light. 

light is better, more healthful, and more economical than arti- 
ficial li kind. Sunlight is as invigorating as fresh air to work- 

I il makes for greater industry, activity ami efficiency in factory 
and workshop. 

Skylights cost nothing at all when one considers the decreased ne- 
cessity for expensive artificial lights for a long period of yi 

lit is an essential to accurate work, and increased output from 
higher - means lower cost of production. 

Pedh ylights are constructed to afford the maximum of 

daylight with the minimum of weight and trouble for repairs and up- 
keep. 

Ventilation is provided for by use of Pedlar's Perfect Ventilators In 
connection with the different makes "1 Bkj 

Win-re our standard designs are nol applicable, our engineers are 

at the disposal of interested parties (oi designing skylights suitable to 

their m make them of galvanized steel, <rdNcA{> or copper, 
leved. 

will not he responsible for glass broken in 
ient. See Transportation Company. 
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Pedlar's "Perfect" Skylights. 

Made from galvanized steel, copper or <fgrjcj8> and to 
specification. They are water and wind proof, and when glazed with our 
% in. wired glass, they are fire-proof. In our Perfect Skylights we use 
Vi inch wired glass, which is much thicker than that ordinarily used for 
skylights and fireproof windows. Xo putty is required for glazing our 
"Perfect" Skylights. THIS INSURES PERMANENT EFFICIENCY. 

Our plant is especially equipped with the latest and best machinery, 
and a competent corps of experienced workmen for the production of all 
styles and sizes of metal frame skylights. We give special attention to 
this work. 

Prices quoted on receipt of specification. 



One-quarter inch Wired Glass 

All Pedlar's Perfect Skylights, unless otherwise ordered, are fitted 
with our special U inch wired glass, which is much thicker than that 
ordinarily used in skylight construction. 



We have been making skylights for forty years or more, and w« 
know how to suit you and to insure a permanent job. 
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METAL LATH 




Pedlar's " Perfect " Expanded Lath 

Pedlar's "Perfect" Expanded Metal Lath has a neat small mesh, the 
narrow strands of which furnish a superior bonding surface by allowing 
the mortar to completely imbed the lath on both sides, the clinch bonding 
on the back, and requiring less plaster and laboi than any metal lath on 
the market. 

We have the largest producing capacity in the liritish Empire, and 
we alone produce a 24 inch width, in addition to the regular 18% ' 11,!l 
width. The 24 inch width is gaining great popularity on account <>f the 
rapidity with which it can be installed. 

SPECIFICATION 





■ yards, 
per bundle 

nundle 

. 









ea Wide 


36 Gauge 




23 Gauge '36 Gauge 






18 V4 X96 


- 


24 > '"i 


230 




■J«(l 




11 


11 


11 


" 


15 


1', 


1 S 




% * % 




% * . 





97 in. — W.- only rlinrpc for 9ft in. 
mi ml when comparing with other M 

r tw< il ■ 
Ii meant rut ion of end mud without 



N'umuer 


Width 




IR'4 in 




24 in 




18% in 




24 in 


- 






lS'i in 




2 4 in 


- 5 


1- > ■ in 



Gauge 








Painted 


Piano 




Painted 


I'civi.l 




Painted 


Piaca 




Painted 


Po« 
Pibra 


2n Gauge 


Painted 




i nized 


1'i.Ul 




G.ih .mized 


Poach 


23 GaugQ 


Galvanized 


I'civii 



Metal Lath Staples — Sec page 92. 
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3>S£3<5<<8- 1 v- 




^^S><^ ; !?S«Bfc»^^s?5^S8^b : <?«^B5!' 






^ "'^ — .>^^- j ^>-Wm#-v.-^. ^>^ ^^^>o>o-c>\>^BHHk 



How to Attach Metal Lath to Studs. 

The cut above shows the manner in which the Lath should be nailed 
to the studs or joists, namely, the length of the. strand to run horizontally 
across the studs. Also note that when facing the wall, with the lath 
properly attached, the dip of the strands is inward and downward, having 
the effect of 3 mortar on the reverse side of the wall 

instead of toward the workman. The lath is purposely so eonsi 
in order to obti in the best clii 

The lath is a]. [died with staples 1 inch long, made of Xo. 14 gauge 
steel coppered wire, driven about 4 or inches apart on the stud or 
joist. Where the lath is intended to be applied directly to an iron 
superstructure, No. 18 gauge annealed wire is recommended for tying. 

"Perfect" Metal Lath Corner and Cove 

This lath made in 24 gauge, and comes in strips 9fi inches long, 
which can be clipped with shears or snips to any length desired. Staple 
it down snugly against len lath, it is sold by the lineal foot, 

and to find out how much you require measure al! inside corners you have 
in plaster ^\ cw 1 oiling cove is used, include the total length 

e needed. Buy the nearest length of each in feet. Brackets for 
circular cove 3 cents extra per foot. 




Metal Lath Cove. 




Metal Lath Corner. 
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TRUSS FABRIC. 




Gives a Plaster Bond on a Flat Surface — for Stucco Work. 
Pedlar Truss Fabric is Pedlar's "Perfect" Metal Lath special- 
ly corrugated after being made up as lath. . i plaster bond on 
a flat surface by stapling or nailing it right on the surface. 

By corrugating the lath an absolute key is secured behind the face 
of the fabric, and the slab becomes reinforced, rendering cracking and 
disintegration impossible. 

Pedlar's "Truss Fabric" is an incomparable medium for the reno- 
: ^construction of old houses. By means of "Truss Fabric" 
and cement plaster, and at very slight cost, old clapboard or battened 
banged into beautiful stucco-fin:- ru homes. 





17i96 


Kind 
■d Red 


POG4 


1 

3 lbs. 
lbs 



Metal Lath Staples. 




We also furnish 
our Special Flat- 
headed Nails for 
Metal Lath. 



: '58. Code: Poet. 
Staples (Xo. 14 wire). 1 lb. of staples will apply 10 yards of Utb. 
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Directions for Applying Pedlar's "Perfect" 
Truss Fabric. 

TO WOOD SHEATHING— Attach us you would metal siding or 
shingles with one-inch wire nails or staples. 

TO BRICK AND STONE WALLS— Attach with 3-inch or 4-inch cut 
nails and tin roofing caps, nailing into the mortar joint. 

SPECIFICATIONS FOR PLASTERING— After the "Truss Fabric" 
is affixed to the walls, prepare and apply the finish. 

FIRST COAT — One part of Portland Cement, two and one-half parts 
clean, sharp sand. 

FINISH COAT— Same proportion. This finish may be pebble dash 
or stippled, or otherwise roughened, in which case the pebbles must be 
dashed into the mortar immediately after the second is laid. 

THE SECOND COAT MUST FOLLOW FIRST COAT BEFORE 
THE LATTER HAS DRIED OUT. 




Truss Fabric — Algonquin Inn, St. Andrews-by-the-Sea. 
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EXPANDED METAL. 




NV LOW c de— P«ty. 

PEDLAR'S "PERFECT" EXPANDED METAL. Engineers and 

designers are fully agreed that the peri i is a steel fabric 

so constructed that thr entire steel reinforcing of the Btructure is :i com- 
plete unit. Our "Perfect" expanded metal fully meets this requiri 
as outlined bi 

PEDLAR'S "PERFECT" EXPANDED METAL is manufactured 
from the best grade of medium st able on the market. The pro- 

in cutting staggered slits in thl ad expanding into 

diamond shaped meshes, thus making each sheet a complete unit. By 
means of lapping <> on the ends and sides the distance 

mesh, an absolutely continuous reinforcing throughout the whole structure 
is secured. 

THE MECHANICAL BOND between the concrete and the expanded 
metal is obtained through the filling up of the diamond shaped mi 
with the concr- 

THE DISTRIBUTION OF STEEL is uniform, and the diamond 
shaped meshes permit the use of thl entire steel area for reinforcing, and 
at the same time provide a perfect cross bond. 

We carry a stock of 3 in. x 15 mesh. No. 10 gauge (15 sq. in. cross 
section of steel for each 12 in. of width), in 8 and 12 ft. lengths and in 
6 ft. widths. Other sizes can be furnished to special order. 
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CLINTON ELECTRICALLY WELDED WIRE 
(CLINTON FABRIC) 

This reinforcing material, for which we are sole Canadian distribu- 
tors, bus for years been a prim.- favorite with Canadian engineers and 
contractors. 

It has the largest sale of any reinforcement used in the Dominion of 
Canada, having been used in a majority of the most impressive buildings 
in the country constructed during the last ten years. 

In as much as the wire from which it is made must stand a strain of 
25,000 lbs. to the square inch, it is entirely safe for engineers to figure on 
a basis of 22,000 lbs. in making their calculations and preparing their 
specifications. 

Reinforcement is to concrete what the bones are to the human body. 
It is the backbone of construction, and should be selected with the 
greatest care. 

Some points to remember in connection with Clinton Eleetrically 
Welded Wire Reinforcing: — 

The weld is absolute, the wires being actually fused together. 

The alignment is perfect and cannot be distorted. 

The transverse wires prevent cracking of the concrete. 

Each welded crossing point creates an absolute barrier against any 
movement in the concrete. 

Perfect continuity may be obtained without lapping or splicing of 
material. 

Simplest and safest to lay — no loose rods to be spaced— labor cost 
reduced to a minimum. 

Heavily galvanized and will safely withstand extreme exposure. 

Perfectly adapted for floor slabs, paneled or flush ceilings, or any 
concrete construction however applied. 

See specifications and tables on pages 96 to 99. 
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THE PEDLAR PEOPLE, LIMITED 
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The importance of reinforcing concrete can not be exaggerated. 

Any body of concrete should contain some reinforcement. Tie cost is 

e continued dividends of service an>l satisfaction certain. 

Ceilings and Floors 

Tin- ties of a cumber of different 

uucting floor arches. A feature of the Clinton System 
is its flexibility, whereby it can bi adapted to meet any requirements. 
From the short, heavy span to hold the heaviest machinery, to the loug, 
(veilings, there is no i floor or roof where the use 

ut CLINTON ELECTRICALLY WELDED FABRIC docs not offer B] 
advantages. Whether no ceiling, a plain ceiling, 01 an artistically Ei 
ceiling is desired, the ' fulfils the conditions better than 

any other. On the two following pages will be found concise tables, 
which will be found of value by engineers and architects when preparing 
specifications. » 

Clinton Fabric Joint. 




Section of Electrically Welded Joint. 

Above is shown a piece of Electrically Welded Fabric, so cut as to 
1 • ielin.il and the trans^ ersi It is 

not possible to detect the point of junction between the two wires; in 
other words, there is a perfect '■ 

Prices will be quoted on receipt of specification of requirements. 
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CLINTON FIREPROOFING SYSTEM. 
Electrically Welded Fabric. 

Clinton Fabric has the strongest possible Bond — and it is well to 
remember that the Bond is the important thing. 

The following are the weights of Clinton Fabric: 

x -12 3/8 1.02 lb. sq. ft. 



3 x 12 3/8 

3 x 12 6/10 . 

3 x 12 7/11 . 

3 x 12 8/10 . 

4 x 12 3/8 

4 x 12 6/10 . 

4 x 12 7/11 . 

4 x 12 8/10 . 
4 x 12 10/10 

3x8 6/10 . 

3x8 8/10 . 

4x8 6/10 . 

4x8 8/10 . 



.71 
.71 
.37 
.33 
.55 
.3.1 
.29 
.26 
.20 
.47 
.35 
.37 
.29 



In daily use by leading Canadian and United .States engineers. 




Send for Special Catalogue on Clinton Fabric, giving detailed information. 
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CLINTON FIREPROOFING SYSTEM. 

Electrically Welded Fabric. 

Specifications for Live Loads on Segmental and Flat Floor and 
Eoof Arches. 

A factor of safety of 4 is used in arriving at these figures. As a 
matter- of fact the arches invariably develop a much greater carrying 
capacity than the above factor calls for. 

Floors 

Note. — Where stone concrete is used on spans mentioned it is safe 
to add 50 lbs. per square foot live load over the load given for cinder 
concrete. 



E 

V 




Span 


Mesh 




Gauge 

ot 
Wires 


Concrete 


"On J 

- r- — 

Thickness £j cf 
of Arch 'C s. 

z.l£. 


A 




6' 


3x8 or 3j 


12 


8 & 10 


Cinder 


4" at crown 1500 


A 




8' 


3x8 or3> 


12 


8 & 10 


1 Segmental 


4V4" 


1200 


B 




15' 


2x12 




3 & 10 


Stone 


5" 


600 


B 




15' 


4x12 




3 & 10 


■• 


5" 


300 


C 


6 


6" to 7' 


3x8 or 3x 


12 


8 & 10 


Cinder 


4" 


250 


C 


G 


6" to 7' 


3x12 




6 & 10 


" 


4" 


300 


C 


6 


6" to 7' 


4x12 




3 & 10 


•' 


4" 


500 


C 


7 


to 8 ' 6" 


3x12 




6 & 10 


" 


5" 


250 


C 


7 


to 8 ' 6" 


4x12 




3 & 10 


•' 


5" 


400 


C 




10' 


3x12 




3 & 10 


" 


5%" • 


400 


C 




10' 


4x12 




3 & 10 


•■ 


5V4" ' 


300 


C 




12' 


2x12 




3 & 10 


Flat 


6" 


350 


C 




12' 


3x12 




3 & 10 


" 


6" 


275 


C 




12' 


4x12 




3 & 10 


•' 


6" 


200 


C 




15' 


2x12 




3 &- Id 




7" 


200 


c 




15' 


2x12 




3 £ 10 


Stone 


6" 


250 


c 




15' 


3x12 




3 & 10 


" 


6" 


175 


c 




15' 


4x12 




3 & 10 


" 


6" 


100 


D 


6' 


6" to 8' 


3x8 or 3x12 


8 & 10 


Cinder 


4" 


125 


D 


6' 6" to 8' 


3x12 




C A 10 




4" 


175 


D 


6 


6" to 8' 


4x12 




3 & 10 




4" 


225 


E 


6' 


6" to 8' 


3x12 




lim 




3"i 4" ' 


150 



Carried in stock at Montreal, Toronto, Winnipeg and Oshawa. 
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CLINTON FIREPROOFING SYSTEM. 
Electrically Welded Fabric. 

Specifications for Live Loads on Segmental and Flat Floor and 
Eoof Arches. 

A factor of safety of 4 is used in arriving at these figures. As a 
matter of fact the arches invariably develop a much greater carrying 
capacity than the above factor calls for. 

Roofs 

Note. — Where stone concrete is used on spans mentioned it is safe to 
add 50 lbs. per square foot live load over the load given for cinder 
concrete. 



Span 



Gauge 

of 
Wires 



_ Thickness 

Concrete of Arch 






c 


6' 6" to 8' 


3x12 


8 &10 


Cinder 


3" 


100 


& 


8' to 10' 


3x12 


6&10 


" 


3%" 


140 


D 


10' tol2' 


4x12 


3 &10 




4" 


150 




12' to 15' 


3x12 


3 fc 10 


" 


4" to 5" 


120 



> Electrically Welded Wirelp Kl f,}Mesh-fio Wire 




^Pedlar's 



6-0" % I Beam 



s Expanded Met al Lath 7 
Beam V'Chan 



Channel Iron 



An ideal system in combination with Pedlar's "Perfect" Expanded 
Metal Lath. 

We carry a complete stock of all standard sizes of Clinton Fabric, 
and can secure special sizes in short order. 
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FERRO DOVETAIL PLATES. 

For Fire-proof, Acid-proof, Time-proof Roofs and Floor*. 













- 






•J q|jy* 



I'LATEJJ (X'KVEI) 










Tot BxtraariUurr BalMff 



ii.o Bi ;>• ' I 
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Ferro-Dovetail Plates. 



An Ideal Roof for permanent buildings, 
where absolute protection with no expense 
for repairs or upkeep is desired. 



Concreted on Top, 
Plastered Underneath. 




TABLE OF SAFE LOADS FOR FEBRO-DOVETAIL PLATES 
(Factor of safety of 4.) Straight Sheets, 24 gauge. D<?pth of Corrugation, ^ inch. 



Depth of Dead 
Concrete Loo d 




Live 


Load per 


Square 


Foot 






Co 
ga 


















To U n F0 °' Span 3 ft. 4 ft. 


5 ft. 


6 ft. 


7 ft. 


8 ft. 


9 ft. 


10 ft. 


V, 


inch 16 lbs. 84 


52 


32 


16 










1 


24 " 206 


110 


61 


35 


16 


7 






m 


30 " 355 


191 


110 


66 


39 


22 


10 




2 


36 " 584 


296 


252 


129 


88 




34 


21 


?,**, 


42 " 830 


461 


277 


197 


128 


83 


58 


38 


3 


48 •' 117-1 


634 


422 


274 


1 52 


1 12 


72 


52 


3% 


54 " 1506 


726 


500 


343 


228 




1 13 


HI 


4 


60 " 1658 


880 


549 




244 


176 


124 


91 


i\i 


66 " 1758 


944 


584 


385 


263 


186 


126 


103 




72 " 1868 


1066 


646 


446 


288 


220 


149 


109 




Flat 


Ferro 


-Dovetail 


Plates. 














Shipping 










Number 


Gauge 




ght 




Code 






811A 


28 Gauge 




92 


lbs. 




Orgal 






811B 


26 Gauge 




120 lbs. 




Orgy 






811C 


24 Gauge 




148 lbs. 










BUD 


22 Gauge 




190 lbs. 




Orion 





All Ferro-Dovetail will be made and shipped unpainted unless otherwise speci- 
fied If painted, an extra price of % cent per square foot will have to be charged. 
Prices for curved material furnished upon receipt of specification. 



Concrete applied to curved 
plate. 



For further Information please write for catalogue "Ferro-Dovetail Plates." 
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CORNER BEAD 




Pedlar's " Perfect " Steel Corner Bead (Patented) 

Sanitary, Fireproof, Everlasting, Economical. Saves time. Simple 
to erect, Rigid and straight. Will fit any ground. Rust proof. Pre- 
serves the decorations. Is so made that it can be spliced to anv length, 
making a perfect invisible joint when finished. Easily fitted "to ovals 
and arches. Renders plumb lines and straight edges unnecessary. 

Erected around windows, it makes a fireproof, sanitary and artistic 
finish, and costs practically nothing as compared with wood trim. 




Can be Curved to 
Fit any Arch. 



Can be easily curved 
to any radius to fit any 
arch or oval, by simply 
notching with a pair of 
tinner's snips. This can 
be done on the job as 
the work requires. Out- 
lines a true circle to 
guide the plasterer. 



Export shipments are packed in cases containing 1,000 lineal feet 
measuring about 8 cubic feet, and weighing about 200 lbs. 
Made in 4, 5, 6, 7, 8, 9 and 10 foot length-. 




PEDLAR" S 



•PERFECT" PLASTERER'S CORNER BEAD, AS USED 
ON SEGMENT ARCHES. 
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Pedlar's "Universal" and "Perfect" Corner Beads 
Absolutely Durable. 



More than a 
Corner Beads are 
buildings. 




thousand miles of Pedlar's Perfect and Universal 
iu use in Canada's most modern and efficient 



Our Perfect Beads are made with im- 
proved flanges, and the plaster holes are bet- 
ter located, so that the filling and clinching 
of plaster is sure and secure. Nailing holes 
are punched in the flanges, making the in- 
stallation more rapid. The increased cost in 
any building is trifling as compared with the 
benefits. 



Cross section of Pedlar's 
"Perfect' ' Corner I 







Pedlar's "Perfect" Steel corner Bead. Erected on metal lath. 
Clips or wall fasteners are unnecessary, as bead is nailed direct to studding. 
Send for full sized samples. 
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Pedlar'a "Universal" Strrl 
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'Universal" Corner Bead. 




Patented Feb. 12th, 1907. 

SPECIAL FEATURES 
Of Pedlar's "Universal" Steel Corner Beads. 

Will fit any ground and can be erected any required distance from 
the wall. 

It is absolutely rigid and straight, forming a perfect alignment and 
indestructible corner. 

Preserves and adds to the beauty of the decoration by its true and 
perfect alignment. 

Will never rust, being plated by a heavy and special zinc process, 
which will withstand the action of all kinds of plasters. 

Forms an absolute key, locking and binding the plaster and steel 
together, thereby constructing a corner which will last as long as the 
building. 

Can be easily and instantly spliced to any length desired, by a 
simple and ingenious method, so that when finished the joint cannot be 
detected. 

Can be readily fitted to ovals, circles, and arches by simply cutting 
through the bottom of the side holes and bending to fit the desired form. 

The Universal Clips, or wall fastenings, are instantly attached to the 
Bead without the expensive use of pliers or other tools, and will fit any 
thickness of ground. 

Send to any of our warehouses for samples. 
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Corner Bead. 




'National Solid Rail 
Corner Bead 



Steel 



No. 1067. Galvanized. Code: Totch. 

lias an opening in the web of the 
rail . i rv three-quarters of an 

Inch, as the In v lor the plaster, through 
which Ho* plaster ami steel are- locked and 
bound together. This is a valuable and in- 
diflrii Corner Bead feature. 

It fits any depth of ground, and when 
in the "all cannot be moved or 
knocked out of plumb. 
. It is absolutely rigid and straight, 

forming a perfect alignment and an indestructible plastered corner. 

'National" Bead can be easily and quickly applied to arches and 
ovals of any angle, adds beautv to the construction, and is a guide to the 
plasterer. 

The "Strap Clinch" clip, which accompanies this bead, locks and 
clinches around the base of the bead and cannot be torn loose. 

We supply a special plier for quicklv and easily attaching the clips 
this type of bead. 



to 



type of bead. 
Weight per 100 lineal feet, including clips, 28 lbs. 
Clips are placed 12 inches apart. 
Made Id S. 7. 8. 9 and 10 foot lengths. 

106 



"Keeping Everlastingly A I 
It Brings Success " 




The Pedlar People, Limited 
Oshawa, Canada 



THE "HONOR ROLL" 

A Few of the Prominent Bui ldings Which Have Recently 

Been Equipped With Pedlar's Metal Lath 

and Metal Corner Beads 



Montreal — 

Montreal Stock Exchange. 
Canadian Express Co. 
Light, Heat & Power Co. 
Princess Theatre. 
Merchants Bank. 
Bank of Montreal. 

Montreal Technical Scl 1 

Montreal Post Office. 
Coristine Building. 
Royal Victoria Hospital. 
Church of Ascension. 
McGill University. 
Royal Bank of Canada. 
Bell Telephone Co. 
Henry Birks & Sons. 
Sherbrooke Apartments. 
Dominion Bank. 
Ritz-Carlton Hotel. 
Windsor Hotel. 
St. Regis Hotel. 



Toronto — 

T. Eaton Co. 
Royal Bank. 
General Post Office. 
Ford Motor Co. 
Victoria College Library 
Bank of Commerce. 
Walker House. 
Public Library. 
Lumsden Building. 
Bank of Toronto. 
Standard Bank. 
C.P.B. Building 



Dominion Bank. 
New General Hospital. 
Toronto Stock Exchange. 
Central Y.M.C.A. 



Ottawa — 

Chateau Laurier. 
Governor-General 's Residence. 
Royal Mint. 

Royal Victoria Mem. Museum. 
Central Terminal Depot. 

St. John's, Que. — 

Singer Sewing Machine Co. 

Victoria, B.C. — 

Canadian Pacific Hotel. 

Quebec — 

Chateau Frontenac. 

St. Andrews-By-the-Sea — 
Algonquin Inn. 

Port Arthur — 

Royal Arthur Hotel. 

Winnipeg — 

Royal Alexandra Hotel. 
Fort Garry Hotel. 

Regina — 

King 's Hotel. 

Calgary — 

Palliser Hotel— C.P.R. 
The Grain Exchange Building. 
Argyle Apartments. 
Knox Church. Etc., etc. 
AN DM ANY OTHERS ALL OVEli CANADA. 
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CHANNEL STUDS. 

Pedlar's "Perfect" Steel 
Channel Studs. 

For Hollow Fireproof Partitions. 

This form of Hollow Fireproof Partition is a 
superior stud for the following reasons: — 

(1) It is made from one piece of heavy sheet metal, 
thereby insuring strength and rigidity. 

(2) Being in one piece, it is easily placed in posi- 
tion. 

(3) The prongs are pressed out of the metal itself, 
and are a perfect fastener for the metal lath. 

(4) The cost of applying "Perfect" Metal Lath 
to this form of stud is cheaper and quicker than by 
any other process. 

(5) The shape of the stud permits of pipes and 
wires being run through them, the stud being a perfect 
casing for them. 

(6) It requires no cross-bracing. 

(7) Shipped in 3, 4, 5, 6, 8 or 10-foot lengths. Ten- 
foot lengths always shipped unless otherwise ordered. 

(8) Painted in a dip coat of paint. 

Send for Fireprooflng Catalogue. 



1 



Xo. 1068 
Top Mid 

Bottom Sockets 
ith this 
Stud. 









Approximate 
Weight 




Number 


Size 


Gauge 


per l.ooijfeet 


Code 


1068 A 


Hi inch 


N"o. 18 


590 lbs. 


1'ick 


10C8B 


2 inch 


No. 18 


670 lbs. 




10C8C 


2% inch 


No. 18 


750 lba. 


I'trmc 


1008D 


3 inch 


No. 18 


850 lbs. 


I'ico 


1068E 


3'i inch 


No. 18 


920 lbs. 


Pott 


1068F 


4 inch 


No. 18 


1000 lbs. 


Touch 



Pedlar's Steel Channel Studi ran alio be furnished in galvanized finish. 
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No. ioea 



Pedlar's Hollow Fireproof Partition Applied 
to Wood Construction. 



Above illustration shows No. 1068 Channel Stud in position. 
Made in six sizes, viz., 1%, 2, 2%, 3, 3% and 4 inches. 
Add to the size of the stud about % inch of plaster on each side of 
stud to arrive at the thickness of the finished partition. 
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Pedlar's Steel Solid Partition 

"T" Stud 




Top Socket 



By the use of this stud the old method of lacing 
the metal lath is done away with, as the prongs pn 
from studs make a complete and substantial tie. 

Metal lath can be applied to tWs stud in less thuu 
half the time required in any other met* id. 

This stud makes a 3olid partition when plastered 
on both sides, varying in thickness from 1 ',4 to 1% 
inches. 

These partitions have lath on one side only, but are 
plastered on both sides. 

The top and bottom sockets provide a quick means 
of fastening the stud, and enable the workman to make 
a true and straight partition. 

Made in 3, 4, 5. 6, 8 or 10-foot lengths. Ten-foot 
lengths always shipped unless otherwise ordered. 

Shipped from our factory painted in a dip coat of 
paint, or can be furnished galvanized. 



., 



No. 


Six 


GtOfe 


Approx. 

Weight 

per 1000 ft 


Tod. 


1070A 
1070B 




No. J 8 
No. 18 


420 Ibl. 
550 Ibl. 


PicU 
Picue 




Bottom Socket 






no 
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Pedlar's Solid Fireproof Partition. 



Shows No. 1070 "T" Stud in position. 

These partitions have metal lath on one side only, but are plastered 
on both sides if desired. 



Ill 



The Pedlar People, Limited 
Oshawa, Canada 



tfHp2 Montreal, Toronto, Ottawa 
London, Chatham, Winnipeg 



Pedlar's Angle Iron. 

7 / 8 inch s Vi inch. 



Is used chiefly as a reinforcing horizontal bar for a hollow 
or double "T" partition. 



No. 
1082 


Kind 
Tainted 


Gauge 
So. 16 


Waigul 

per 
1,000 (en 
380 lbs. 


Code 

Tour 



Prires on galvanized or painted stock will be quoted on receipt of 
specification of requirements. 



Pedlar's Sheet Steel Furring Strip. 



For Brick, Terra-Cotta, Stone or Wood Walls 
and Ceilings. 

Made in 3, 4, 5, 6, 8 or 10 foot lengths. 10 foot lengths 
always sent, unless otherwise ordered. 



Approx. 
N'o. Kind Size Gauge Weight per Code 

1,000 feet 
1080 Painted % inch Xo. 20 325 lbs. Pie 

Prices on galvanized or painted material will be quod-d on spe- 
cification of requirements. 

Can be furnished to special order in galvanized. 
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PEDLAR'S "PERFECT" CHANNEL IRONS. 
Sheet Metal Channel Irons. 





No. I093A. 1 inch. 




No. 1093B. S inch. 



Channel Irons as manufactured by us from IS gauge sheet steel are 
guaranteed strong and straight, shipped in 10 foot lengths. 



1093A 
1093B 



Painted Red 
J 1 . i inted Red 



1 inch 

% inch 



Gauye 
No. 1 B 

No. IS 



Weight 

per 10U feet Code 

2(1 lbs. Poy 

26 lbs. Praam 



Wrought Iron Channel Irons. 




L 



1094A 
1094B 



% inch 
1 inch 



Weight 
Per 100 feet 

57 lbs. 
67 lbs. 



Pier 
Pierce 



We carry in stock at Oshawa, Toronto, Montreal, Ottawa and Lon- 
don, % and 1 inch Channel Iron. 
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Pedlar's Channel Clips. 



Wroagfct Iron Caannel in 










3 



So. lose 








. 


:■ - 


!bi. 







7r.-. 

- 



Pedlars System of Fireproof Ceilings 
As Applied to Steel Girders 




Illustrating Use of Channel Clips 

Bt the - - - ; ; . -her ar Wrought 

e*s be seeurelv attached to steel 
■earns as ah u the q^. 

it makes a perfectly firepro 
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Pedlar's Suspended Ceiling Hangers. 




These are made in any desired length of 
suspension arm, and spread to suit "I" 
Beams. 

Prices will be quoted on receipt- of specifi- 
cation of requirements. 

The illustration below shows use with sus- 
pended ceiling. 



No. 1092. Code — Pox 



Pedlar's System of Suspended Ceilings. 




By the use of "Pedlar's" Suspended Ceiling Hangers any desired 
space can be left between the "I" Beams and the plaster, which is 
applied on "Pedlar's'' Perfect Metal Lath, attached to "Pedlar's" 
Perfect Channel Irons. 
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METAL WALL TIES 
Pedlar's "Superior" Metal Wall Tie. 

liand iron and corrugated lateri longd- 
ated in :i dip in I. .More 
for botl I. nek 

I bom. 







Ti«. 

SUPERIOR WALL TIE NO. 1113B. 
For Solid Brick Walli. 



K1UOK WALL TIE NO. 1113A 
For Veneer Bnik Walla. 




























Simples gladly furmaued. 




*« 111IA 
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METAL WALL TIES 

Pedlar's "Universal" Metal Wall Tie 



u 1 




No. 1112 




"UNIVERSAL" METAL WALL TIE FOR SOLID 
BRICK WALL. 

Shows manner of, Bonding Outer and Inner Brick WaIN 

A very strong, beavj Wall Tie, made from heavy ban. I 
iron, galvanized or painted in a dip coat of oxide paint bi 
being shipped. The galvanized Ties require no painting. 

de by 8 inches long. 



Number 
1112B 
1112D 



at Wall 
used <"i 

Solid 

Solid 



Weight 
per 1,000 

10O lbs. 



K.n J 
Pai-nted 
Galv'd 



Code 
Prie 
Prone 



Send for samples. 
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METAL WALL TIES. 

Pedlar's " Perfect " Metal Wall Tie. 




PERFECT" METAL WALL TIE TOR SOLID BRICK WALL. 



Illustration shows manner of bonding face brick in solid wall. 
Pedlar's "Perfect" Metal Wall Ties are made from expanded metal, 
anil are painted in a dip coat of oxide paint before Bhipping. 
Size, 2'o inches wide b.T S inches long. 
These Wall Ties are made for solid brick walls only. 



Number 

11U2 



I Wall 









Send for set of samples. 
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WALL PLUGS. 




Pedlar's " Perfect " Wall Plugs. 

Made from Heavy Sheet Steel. 

These pings are so formed that an opening is made sufficiently large 
for a 3-inch nail. 

They are the Standard Nailing Base for interior finish in brick and 
concrete construction. Solid — Tight — Everlasting. 

The Pedlar System of securing interior woodwork in brick, concrete 
and hollow tile construction has now quite displaced the old and objection- 
able methods heretofore employed. 



Number 
1113A 
1115B 



Kind 
Painted 
Gah 



Weight per 1000 
170 lbs. 
170 lbs. 



Code 

Prim 
Prig 



When packed for Export — add 30 lbs. to shipping weight. 
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INTERIOR FINISH 




Pedlar's "Perfect" Metal Ceilings. 

- 
_ 

OVZE TWO THOUSA>TD DIFFEEEKT PATTEEKS 
rivat ises an bee, Khoi • 

_■ • • -. ■■ 

" shown in separate catal . 
will be seat free on reqiie~' 



an 



New Ceiling Bead. 

One of the most important and dist.n. tive features of Pedlar's ceil 
plates is the new Bead shown abo-- .res are trimmed 

mtside or lapping Beads are repressed on special steel dies. 
IM buttons of the Bead are spare .. and have die punched 

"J" 1 b Tn >•> illustration. These ceiling plates are accurate to 

the one-tho f 3n i oen . an d can be erected at a taring of from 

.o to oO peT cent., as it is much easier to align oor platea than the ordin- 
ary shallow Bead plates. 

ASK FOE LABGE CELLING BOOK- 
IE 
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GOTHIC CEILING DESIGN. N 
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COLONIAL CEILING DESIGN. Mo. 1973 
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FRENCH RENAISSANCE DESIGN 
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PRESSED ZINC CENTRES 







I SIO 

■ 
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Pressed Zinc Centres. 




Ventilating. 
18 x IS 5 ! niches. 




Xo. G301 

Ventilating. 
20% x 20% x 2% inches. 



Send i"i larg ped ornamental work. 

These centres are made both ventilated and not ventilated. 




No. 6361 

Ventilating. 

24 x 24 x 6% inches. 



No. 6364 

Not Ventilating. 

24 X 24 X 1% inches. 



Get our complete Ceiling Booi. 
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CULVERT, FLUMES, ETC. 
Pedlar's "Perfect" Culvert, Corrugated. 

Made ly iu heavy gauges, of anti-corrosive 




Nestable Type 

Easy to haul — easy to install! 

"For municipal an«l industrial uses as permanent construction on 
ot'-way, street gutters, well casing, municipal and country road 
sewers, level ction on railway 

of-way, roundhouse and tunnel ventilation, subsurface yard work, 
piiore wire conduits, drainage, irrigation, etc.; also pressure flume for 
i">wer work. 

Permanent frost-proof construction; adapted to heavy continuous or 
intermittent loads. 

M;ule to special specifications and for spec request. 




Riveted Type 

"No Hill Too Steep — No Fill Too Deep." 

T'sed on leading Canadian railways for many years, and with entire 
satisfaction. We use the hea est — hence the strongest 

— corrugations, and tlie purest, most durable material for all our culverts. 
fhis has made our culvert the accepted standard of quality. 
Send for Reference Book on Culverts. 
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Uses of Pedlar's "Perfect" Culvert. 

Pedlar's " Perfect " Culvert can be used wherever cement or concrete 
pipe, cast iron, sheel steel or wooden pipes ir Vitrified Tile are adapted. 
- "Perfect" Culvert is more satisfactory, more economical and 
decidedlv more durable. 





Fig. 1. Fig. 2. 

Pedlar's "Perfect" Culvert is made of heavily galvanized, anti- 
corrosive Toncan Metal. This is first shaped into semi-cylindrical form, 
and under a pressure of sixty tons to a square inch, is pressed into highly 
raised corrugations close together. The strength imparted to the culvert 
by these corrugations is enormous, and enables it to withstand anv 
pressure to which it is subjected in the course of work to which it is 
adapted. 

The riveted type is as- 
sembled at our plant, and 
is shipped already made up, 
the flanges river 
and all ready to be placed 
in position. 

The nestable type 1ms the 
advantage over the riveted 
type id that it 

can be shi] jiit ex- 

wit h the 
nestable— 
hence not so bulky. 





Especially desir- 
able for municipal 
work. 
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Pedlar's " Perfect" Culvert in Railway Construction. 




Pedlar - ■ ■ Pel feet ' ' Corrugated Culverts 20 ft. under K. K. track. 

In figure 1 (on the opposite page) you see the manner in which the 
half cylinders of Pedlar Culvert reach the buyer, compactly nested, half 
section within half section, having on each side a non-corrugated flange. 
These lateral flan exactly the same width, and fit into each 

other as shown in figure 2. By the application of a little pressure 
these flanges are interlocked, making a tight and permanent 
joint, unequalled by any other method yet discovered of fastening culvert 
sections together. No bolts nor rivets are necessary in this rib-loch 

Particularly adapted for use by city, town, township, county or for 
other municipal purposes. 




Pedlar's "Perfect" Corrugated Culverts under highway at R. K. 

Crossing. 
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Pedlar's "Perfect" Culvert Used As 
WELL CURBING. 

' ulverts maki the besl possil for .ln^ wells of any 

them :ij.-.iii | , oi], a lighl fran 

t hat U required I icb a curbii 

i her burro* 

itei THE BEST WAY TO 
CURE TYPHOID FEVER IS TO PREVENT IT 

water pure, swei t and pal 




Pedlar's "Perfect' 
Well Curbing. 






Get Our Large 

Illustrated 

Catalog. 
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Pedlar's "Perfect" Flume.. 

i'i.i i-ui, 
Project*, Aqued 

rorki. We me do < < 1 1 i < • r material is thi 

icepl A r . f i - ., r r ..-.-. ■ ■&t)nci*> 



II 



I 






Par) 

I'llllllO 





■ 

'I 



\\ | 







Get our Flume Book. 
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SILO COVERS. 




Pedlar's "Perfect" Silo Covers.- 

Made in various sizes to suit Silo, from heavy galvanized iron. 
Tt is lightning proof, — rust proof, — weather proof,— thus insurii 

t" Silo roof has a special door section which is per- 
fectly , handy to fill through and ornamental. 

The special ventilator and inside flange insures perfect ventilation 
withou 

3ilo Covers we can make Water Tanks, Stock Drinking 
Troughs, etc.. etc. 

FIRE DOORS. 

Pedlar's " Saino " Fire Door 

(Pat. 1911) 



Rated Al by Underwriters' 
Laboratories. 



le of 22 Gauge Corrugated Galvanized steel, on steel frame lined 
with asbestos. 

Much superior to the tin-clad vrood-rore doors. Our doors furnisL 

fcance to heat for long periods of exposure. 
All engineers and architects should specify Pedlar's "Saino" Fire 

Send sketch for estimate. 
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Pedlar's AU Metal Garages. 

Koof, interchangeable units, in best galvanized steel, standing inter- 
locking seams. 

One box bolts, nuts, screws, rods for complete assembly of building. 

You receive steel framing and "L" and double "L" channels ready 
cut for easy erection, with walls and door sections and roof all in compact 
bundles. 

Two men can set up the garage complete in a day's work. At any 
time you can take it down, move it and re-erect it without injury. 

The Pedlar Metal Garage may be equipped with an automatic fire- 
preventing Pedlar "Perfect" Ventilator, which closes instantly in case of 
fire, making the garage air-tight, thus checking the fire automatically. 

Pedlar Metal Garages have adequate locking devices. Small windows. 
Wide end doors accommodate any car with the top extended. No cross- 
bar under the door. Impossible for rain or water to enter the garage 
through ventilator or side walls. 

A small rear door is furnished without extra cost when desired. 

Pedlar's All Metal Portable Buildings. 

These are made in units of standard sizes, the same as our All Metal 
garages. These portable buildings are in general demand as boat houses, 
tool houses, cement and lime houses, oil storage houses, etc., where fire- 
proof construction is desired. 




Pedlar's All Metal Garage complete, 
Send for Metal Garage Catalogue. 

VM 
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Pedlar's Metal Clad Garage. 
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Pedlar's "Perfect" Metal Bins and Shelves. 

In these (lays of efficiency — "Safety First" and reduced fire loss 
— it is only natural that the old wooden bins and shelving be relegated 
to the scrap-pile and modern metal ones used in their place. These are 
furnished in standard sections to suit requirements, and are painted a 
coat of gray before we ship. They can be finished, after erection, in 
any desired color. Send sketch for estimates and drawings. 

We will gladly quote on receipt of advice from you as to height, 
length and depth, with number of partitions and shelves wanted — fur- 
nished with or without fronts and card-holders. Just the thing for 
storehouses, factories, foundries, railway shops, wholesale establish- 
ments, ship yards and a thousand such places. 

FIEEPEOOF, CLEAN, SANITARY. MODERN. 
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Anti-Corrosive 



Rust-Resisting 



For certain purposes it is extremely difficult to secure an iron or 
steel sheet that will give satisfaction, due to corrosive influences. It is 
a well known fact that many years ago, before the advent of Bessemer 
and Open Hearth steel, the old hand-made iron sheets lasted a life-time, 
even where the corrosive influence was great. With this in mind, we 
have ever been alert to secure a product which would give equal service. 
It is well known that the extensive use of soft coal in and around large 
cities, Railroad centres, and Industrial sites, is extremely conducive to 
corrosive action. 

We are Sole Canadian Agents. 

We carefully investigated the merits of all competitive sheet metals 
before we took 'the Canadian Agency for <33}nc£{1> Our buying power 
is so heavy that we not only had our choice, but we buy at the lowest 

3. 

In view of this we are able to offer to the trade <f£|?i£5> sheets 
and formed products at the same price as adopted for the United tit: tes. 



price, 




New Central T.M.C.A. Building, Toronto. 

Pedlar's <(<fc}g<§> Expanded Lath Used. 
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Dmect The Largesl Sheet Melal 
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No. 



1. Toncan Metal. 

2. Charcoal Iron. 

3. Steel. 




During this test the Ton- 
can Metal lost 2%%, Char- 
coal Iron 44%, 
88 



The above is an illustration of 
samples of Toncan Metal, Char- 
coal I run and Steel that w< 1 1 
jected under identical conditions 
to the accelerated sulphuric acid 
t---t. The slight percentage of 
loss shows that Toncan Metal will 
inherently r< 

sive influences without artificial 
aid or surfai e hardening. All 
samples the Bame thickness before 
test. 

We use nothing hut <££.1£S* in the manufacture of our "Perfect" 
Culverts (Riveted or Nestable), Drains. Flumes and Well Curbing. 

The Railways of Canada u-e many thousands of tons of this pure 
iron yearly, and the sheet metal trade all over the Dominion is adopting 
this anti-corrosive material for work whii b ■ omi - in contact with smoke, 
soot, sulphur and similar destructive influences. 

Send for Tested Samples, and for our Text Book on Corrosion. 









Part of Plant of Dominion I. & S. Co.. Sydney. N.8.. 
and Siding is Used. 
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Galvanized Sheets, Standard Sizes 
Average Weight Per Sheet and Per Bundle in Pounds 



Based on U.S. Standard 



GAUGES 
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22 
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5 


23 2 


162 


: 


19 7 


158 


8 


30 x 72 


63 97 


136 


.' 


r.) 2 


148 


,1 


39.8 


is:» 


4 


.12 3 


162 


5 


24 8 


149 


6 


21 1 


148 


7 


36 x 72 


SI 56 


163 


-' 


59.1 


177 


3 


47 8 


143 


3 


38 8 


155 


4 


29 9 


149 


a 


25.3 


152 


6 


24 x 84 


63 44 


127 


2 


45 9 


138 


3 


37 2 


149 


4 


30.2 


151 


5 


23.2 


162 


7 


19.7 


IS8 


8 


26 x 81 


68.69 


133 


2 


49.7 


149 


3 


40.2 


101 


4 


32 7 


163 


5 


25 1 


151 


B 


21 3 


149 


7 




74 00 


148 


! 


53.5 


161 


3 


43.4 


174 


1 


35 2 


141 


1 


27 1 


135 


5 


23 


161 


7 


30 x 84 


79.30 


159 


1 


57 4 


172 


3 


46 5 


139 


3 


3: : 


151 


4 


29.0 


145 


5 


24.6 


148 


6 


36 x 84 


95 16 


190 


i 


68 9 


138 


i 


55.8 


167 


3 


45.3 


136 


J 


34 8 


139 


4 


29.5 


148 


5 


24 x 36 


72 50 


145 


I 


52.5 


153 


3 


42.5 


120 


4 


34.5 


138 


4 


26.5 


159 


6 


22.5 


157 


7 


26 x 96 


78 53 


|,»1 


i 


56.8 


131 


.i 


46 


138 


3 


37.4 


149 


J 


28.7 


143 


5 


24.4 


146 


6 


2*x 96 


B4 


169 


■'- 


6 1 . 2 


1*4 


;s 


49.6 


119 


3 


40.2 


161 


i 


30.9 


155 


5 


26 2 


157 


6 


30 x 96 


90.62 


IR1 


■■ 


65.6 


131 


2 


53.1 


159 


3 


43 1 


!T2 


4 


33 1 


166 


.", 


28.1 


141 


5 


36 x 36 


108.75 


109 


1 


78 7 


157 


2 


63.7 


123 


' 


51.8 


153 


3 


39 B 


1 59 


4 


33.8 


169 


5 


24 x 120 


90.62 


181 


2 


65. 6 


131 


2 


53.1 


1">9 


.i 


43.1 


] 29 


. : . 


33.1 


166 


5 


28.1 


141 


5 


20 x 120 


9S |5 


I94i 


I 


71 1 


142 


2 


57.5 


P3 


3 


46.7 


140 


! 


35.9 


143 


4 


30.5 


152 


S 


2« x 120 


105 71 


211 


I 


76.5 


153 


2 


62 


186 


3 


50.3 


lil 


1 


J*. 6 


155 


4 


32.8 


164 


5 


30 x 120 


113.28 


113 


I 


82 


164 


2 


66.4 


1 13 


2 


53 9 


162 


.1 


41 4 


166 


4 


35 ! 


Ml 


1 


36 x 120 


135 94 


l 16 


I 


98 4 


197 


2 


79 : 


l i 1 


I 


64 ' 


129 


- 


49.7 


149 


3 


42 2 


161 


4 


GAUGES 


M 




M 


S7 


SB 


» 


30 


24 x 72 


13 9 


I'm 


11 


10 9 


l 52 


14 


10.1 


152 


15 


9 4 


150 


16 


B 62 


143 


17 


7.9 


ISO 


19 


26 x 72 


15 


150 


in 


10.8 


r i 


13 


11.0 


154 


14 


10 2 


132 


15 




149 


16 


8.5 


14 . 


17 


u v ; . 


16. a 


146 


'i 


12.7 


152 


12 


11 8 


1 M 


l i 


. 


15 1 


14 


10 01 


l .1 


13 


9.2 


11. 


16 


30 x 72 


17 3 


1 • 6 


'■ 


13.6 


149 


11 


12.7 


iv: 


It 


11. T 


i -.-; 


13 


10 38 


i«..' 


15 


:i B 


148 


15 


36 x 72 


20.8 


146 


' 


16.3 


143 


9 


15.2 


152 


[0 


14.1 


155 


11 


12 94 


155 


12 


11 8 


154 


13 


24 x 84 


16 2 


146 


9 


12 7 


I .-.' 


12 


11.8 


164 


13 


10 9 


15 


14 




151 


15 


9 2 


143 


16 


26 x 64 


17.5 


140 


X 


13 : 


151 


11 


12 B 


15 ■ 


12 


11 ,8 


i a 


13 


l i - 


153 


L4 


10 


149 


15 


28 x 84 


18 9 


l ."■ l 


H 


it B 


148 


If 


13.8 


151 


11 


1 .' * 


15 .■ 


12 


ii :i 


1 i i 


13 


10 7 


ISO 


14 


30 x 84 


20.2 


142 


j 


IS 9 


1 59 


10 


14 8 


I4H 


10 


13 3 


1511 


11 


: 


151 


12 


11 5 


149 


13 


36 x 84 


24 3 


146 


6 


19 


152 


8 


l? : 


159 


'.> 


16 4 


14 8 


" 


15.09 


LSI 


10 


13 B 


1 12 


11 


24 x 90 


18 5 


148 


fl 


14 5 


141! 


10 


13 5 


146 


11 


1 1 5 


150 


12 


11 50 


149 


i 1 


10 5 


153 


15 


26 x 'J6 


20.0 


l ftfl 


8 


15 7 


l '■: 


10 


14 C 


l I*. 


1 1 


i 1 .'■ 


1 19 


11 


12 41, 


I'.n 


12 


11 4 


148 


IJ 


28 x 96 


21 6 


151 


7 


16 9 


152 


9 


15 7 


153 


16 


11 6 


146 


10 


13 ii 


11- 


11 


12 3 


147 


12 


30 x *»6 


23 1 


14 ' 


7 


18 1 


145 


8 


16.9 


r,: 


9 


15 6 


1 56 


10 


14 37 


111 


Hi 


13.1 


114 


i I 


36 x 96 


27.8 


166 


6 


21 8 


1 52 


3 


20.3 


162 


8 


18.8 


ISO 


8 


17 25 


LS5 


9 


15.8 


153 


LU 


24 x 120 


23.1 


162 


- 


18 1 


1441 


8 


16 9 


l .'. 1 


9 


15 6 


1 56 


10 


14 31 


ill 


10 


13 1 


Mt 


11 


26 x 120 


25 


ISO 


fi 


19 6 


157 


8 


18.3 


146 


8 


16 9 


152 


9 


15 53 


IS6 


10 


14 2 


156 


11 




23 


16? 


6 


21 1 


148 


7 


19.7 


153 


8 


18.2 


146 


8 


16.73 


IS1 


9 


15.3 


153 


10 




28.9 


145 


.-, 


22.7 


159 


7 


21 1 


148 


7 


19.5 


1 56 


8 


17.97 


If,? 


9 


16 4 


148 


9 


36x120 


34 7 


1T3 


5 


27.2 


163 


6 


25.3 


162 


6 


23 4 


164 


7 


21.56 


151 


7 


13 7 


168 


8 
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"Keeping Everlastingly . I / 
// Brings Success " 




The Pedlar People, Limited 
Oshawa, Canada 



WEIGHTS OF FLAT STEEL SHEETS 

Per Square Foot 
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GENERAL INDEX 

Barn Door Hanger Cover 4* 

Buildings, Metal ..isStoIM 

Bins and SI 136 

Corrugate! £ ....... 3.J 41 

Corn i - . . . . 42 43 

. 44 45 

. 64 65 

QgS and Terminals (><,, 75 

76 77 

. Zinc 124 125 

1 Fabric (1; , 95 y ; , 

[02 107 

1 tal 120 123 

1 127 129 

Iron 4 5 

CornL ■: 5 5fl 

Eaves Trough 62 63 

Estimating Hoofing Tables 37 39 

1 .... 94 

Flashing (Hip) 31 

Flashing (Step) j-. 

Flashing (Wall) 47 

Fitting- for Trough b 66 6-i 

Ferro-Dovetail Plates .100 101 

131 

Fire Doors 132 

32 

90 91 

Letters, Zinc 79 

Nail- . 49 

Ornamental Finials . . 69 75 

1 I 31 46 

' 1 50 

Shingle,- M < , 13 23 

Sheathiii'j Paper , 31 

Siding, Metal 51 57 

88 "'.< 

Studs and Furring 108 115 

Side • lal 126 

Silo Cm 132 

12 

24 30 

1 92 93 

Toncan Metal 137 I3q 

■ 32 

Ventilators -4 ^7 

head 4g 

■■ and Door Cap 60 61 

Wall Ties H 6 ,]„ 

Wall Plugs ,19 

Well Curbing ,30 

140 141 
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Private Telegraph Code. 

Also use A. B.C. Code, 11)1 and Sth Ed., or Western t'nion. * 

Cable address: "PednieU.l." 

FOR QUANTITIES — Follow the cipher word with squares. Bheets, bundles, only, 
pairs, rolls, dozen, hundred, gross, pounds, tuns, boxes, whichever is meant, 
and for SQUARE FEET use- the word "SQUAREFET."' and for LINEAL 
FEET use the word ■LINEFET." 

FOR PRII lys prefix the word PRIX before the cipher word, the last two 

figures of a cipher will always be construed to be CENTS, except the word 
DOLLARS following the cipher word, when the cipher word will be taken to 
mean dollars only, vi/.. : "Prixcnn" means $1.00; "Prixcnn dollars" means 
$100.00; "Prixwww" means $9.99; "Prixwww dollars" means $099.00. The 
prix hi evi rj case to be joined to the first cipher word, making one word. 

Numbers 1 2 3 4 6 6 7 8 9 

Cipher C B R L H E A P W N 

CUSTOMER. 

Abess Make immediately and ship as soon as possibles — 

Aber Await letter before shipping — 

Abhor Duplicate Inst shipment — 

Abide Duplicate shipment of — 

Abject Hasten shipment of — 

Abjure Ship all rail — 

Ablaze Ship by express — 

Aecir Ship via C. X. R.— 

Accod Ship via C. X. li. Express — 

Abode Ship immediately — 

Abord Ship via lake ami rail — 

Absence ......Ship what you have ready, let balance follow soon as 

possible — 

Abstain Ship within one week — 

Abuse Traci lasl shipment — 

Acap Quote by nighl messagfc lowest price F.O.B. — for — 

Accend Wire car number and route shipped — 

Acclaim Ship via Ci. T. R — 

il Ship via C. P. R.— 

lecompt Ship via Canadian Express — 

■ .i.rd Ship via Dominion Express — • 

Acobe Send us parcel post — 

Acure Quote by mail lowest price F.O.B. — for — 

Acold Quote by day message lowest price F.O.B. — for — ■ 

Aeopi Quote by nighl letter — 

Acre Quote for immediate acceptance by wire — 

A't Quote for immediate acceptance by mail — 

COMPANY. 

Abbot Best carload rate per hundred lbs. we can get is — 

Abell Cannot accept order at price named, lowest we can quote 

is — 

Acerb Press sale of — 

Achor Quotation made — our best, can not revise — 

Adam Quote you in answer to inquiry of — 

pt Rating— not satisfactory- 
Adieu Sell — only for cash — 

Adit Sell only subject to approval — 

Adrift Withdraw all offers — 

Adult Withdraw offer to — 

Affair Will meet price mentioned — 

GENERAL. 

Abandon Per square covering — 

Abandum Spot Cash F.O.B. Oshawa— 

Abase Siot Cash Delivered — 

Abate Net Cash ::n days F.O.B. Oshawa — 

Abbacy Net «'ash 30 days delivered— 

Abdest Minimum weight per car, 2'4,000 — 

Abduct Minimum weight per carload, 30,000 — 

Actor Quote subject to prior sale — 

Actil F.O.B. Oshawa. 

Achid Can ship from stock — 
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